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INTRODUCTION 

 

1. My full name is Nathanael Paul Savage. 

 

2. I hold the qualifications of Bachelor of Planning (Hons) from The 

University of Auckland and a Certificate in Engineering Technology (Core 

Engineering) from the Western Institute of Technology at Taranaki. I 

have had over 24 years’ experience in planning in Local Government in 

New Zealand. This experience has related to regulatory and policy 

development roles and infrastructure planning for territorial authorities 

under the Resource Management Act 1991 (RMA) as well as under the 

Local Government Act 2002 (LGA). 

 
3. At present I hold the position of Technical Director, Planning – 

Infrastructure in the Plan, Strategy and Programming Unit (PSP) of the 

Infrastructure and Assets Group at Hamilton City Council (HCC). I am the 

Project Sponsor for HCC’s current flood mapping programme being 

delivered by the PSP. 

 

CODE OF CONDUCT 

 

4. I am familiar with the Code of Conduct for Expert Witnesses 

(Environment Court Practice Note 2023) and although I note this is a 

Council hearing, I agree to comply with this code. The evidence I will 

present is within my area of expertise, except where I state that I am 

relying on information provided by another party. I have not knowingly 

omitted facts or information that might alter or detract from opinions I 

express. 

 

SCOPE OF EVIDENCE 

 

5. The purpose of this statement is to: 
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a) Provide a description and overview of HCC’s Floodviewer tool;  

 

b) Provide a description of the data types currently published 

through the Floodviewer tool;    

 

c) Provide context on the drivers and estimated frequency of flood 

data updates; and   

 

d) Describe the process by which the public can dispute the flood 

mapping data published on Floodviewer.  

 

OVERVIEW AND DATA TYPES 

 

6. HCC publishes flood mapping data through an online tool called 

“Floodviewer”. Floodviewer was initially made public in December 

2020. The purpose of the Floodviewer tool is to host HCC’s catchment-

based best-available information relating to flooding.   

 

7. The practice note in Appendix 1 will be published on the HCC website. 

The practice note provides a summary of the following:   

 

a) Information on how to access Floodviewer; 

 

b) An overview of what types of data is displayed on Floodviewer;  

 

c) An overview of the flood modelling and mapping process;  

 

d) How to obtain flooding and related data;  

 

e) How to request a review of the published data for a specific 

property; and  
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f) Guidance on preparing flood modelling to support a consent 

application.  

 

8. A user-guide demonstrating how to navigate the Floodviewer tool is 

provided on the HCC webpage through which the Floodviewer tool is 

accessed. This user-guide is provided as Appendix 2.    

 

9. Four types of data relating to flood hazards or inundation are published 

on the Floodviewer tool, these are: 

 

a) Flood hazard mapping based on a 24-hour duration 100-year 

average recurrence interval (ARI) rainfall event with allowance for 

an RCP8.5 climate change scenario;  

 

b) Overland flowpaths; 

 

c) Flood depression areas based on the up to 10-year and up to 100-

year ARI rainfall volumes; and 

 

d) Waikato River flood hazards. 

 

10. In addition to these flood hazard and inundation layers, Floodviewer 

also contains an Earthworks Information layer. 

 

Flood hazard mapping 

 

11. Flood hazard mapping is generated for catchments from detailed flood 

models which are developed through a standard process and are peer 

reviewed. This process is shown schematically on the attached practice 

note in Appendix 1. At the time of writing, approximately 97% of the 

Hamilton City area has been mapped, with a number of areas to be 

completed, as identified in the evidence of Mr Rix.   
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12. Flood hazard mapping data is classified into ‘Low’, ‘Medium’ and ‘High’ 

categories based on a combination of flood depth, velocity and depth x 

velocity product. This classification is provided in Appendix 11 of 

Volume 2 of the Operative District Plan. 

 

Overland Flowpaths 

 

13. Overland flowpath data is a line which shows the predicted continuous 

path that rainfall runoff would take from the top of a catchment to its 

outlet based on surveyed ground levels. Overland flowpaths with 

contributing catchment areas of 2,000 m2 and greater are shown on 

Floodviewer.      

 

14. The overland flowpath data does not indicate a flow width or flow rate 

associated with a given flowpath. 

 

Depression Areas  

 

15. Flood depression data shows areas that have a potential to ‘fill up’ with 

stormwater if the piped system is blocked or its capacity is exceeded 

when drainage networks are blocked. They can be created through the 

construction of man-made features (e.g. roads) that can act 

inadvertently as a dam but can also include natural topographical 

features of the landscape. 

 

16. The Floodviewer tool shows flood depression areas that could arise 

from runoff volumes generated from a 24-hour duration 10-year ARI 

and 100-year ARI rainfall event (including allowance for climate change) 

and certain blockage conditions were to occur. For the majority of flood 

depression areas, less rainfall than a 10-year ARI event is required to fill 

the depression.     
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Waikato River hazard 

 

17. Waikato River flood hazard data is sourced from modelling undertaken 

by Waikato Regional Council (WRC). This information is also available 

through the online WRC flood hazards portal.  

 

Earthworks layer 

 

18. In addition to the flooding data types, the Floodviewer tool shows an 

earthworks layer. This layer shows shaded polygons over areas that 

have had significant landform change since the flood modelling was 

undertaken (typically due to development).        

 

FLOOD MODEL UPDATES 

 

19. HCC has a programme to update detailed flood models on a prioritised 

basis. Catchments are typically prioritised based on the currency of the 

terrain (or landform) information and key model inputs such as design 

rainfall and climate change adjustment factors. By way of context:        

 

a) HCC has commissioned aerial survey (LiDAR) data capture in 2008, 

2019 and 2023.  

 

b) Design rainfall estimates were last updated by Taihoro Nukurangi 

(NIWA) in 2017. This updated the previous estimates released in 

2010. 

 

c) The Intergovernmental Panel on Climate Change (IPCC) publishes 

guidance on climate change forecasts on a rolling series of 

assessment cycles. The most recent completed assessment cycle 

resulted in publishing of guidance in 2023. This updated the 

previous assessment cycle which published guidance in 2014. 
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Current New Zealand specific guidance on climate change impact 

on design rainfall intensities was published in 2019 and is based 

on 2014 IPCC guidance.    

 

20. Based on the frequency of updates to key inputs, it is reasonable to 

suggest that updates to flood models may occur every 5 to 10 years.  

 

CHALLENGING FLOOD MAPPING INFOMATION  

 

21. Dr Reu Junqueira provides planning evidence that for the purposes of 

the consenting framework established under PC14 the best available 

information is deemed to be that provided by Floodviewer. Resource 

users may seek to challenge the Floodviewer information, or present 

alternative best available information. 

  

22. To challenge the Floodviewer information, customers are able to 

contact the main HCC customer service email address and request a 

review of the flooding data relating to a specific property. This process 

is outlined in Appendix 1.      

 

23. All requests relating to Floodviewer and published flood data are 

collated within a single internal register. Requests to review flooding 

data for a specific property are reviewed by an internal or external 

Subject Matter Expert (SME). The review considers whether there is a 

localised feature, such as a retaining wall, that is unlikely to be captured 

in the modelling or whether the site has undergone ground level 

changes since the modelling was undertaken.      

 

24. Based on the recommendation from the SME the data is either left 

unaltered, updated, removed or an earthworks area is placed over the 

relevant property(ies).     
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25. Where landowners have disputed flood data on their properties, this 

has been reviewed through either a desktop assessment or site 

inspection (or both). Where the reviewer has agreed with the assertion 

of the customer, data has either been removed from a specific property 

or an earthworks area applied.        

 

CONCLUSION 

 

26. The Floodviewer tool is accessed on the HCC website at 

https://maps.hamilton.govt.nz/floodviewer/. To support this 

Statement of Evidence, use of the Floodviewer tool is intended to be 

demonstrated during the presentation of this evidence at the hearing.  

 

 

Nathanael Savage 

1 August 2025 

 

https://maps.hamilton.govt.nz/floodviewer/
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1. HOW DOES COUNCIL UNDERTAKE FLOOD    
MODELLING AND MAPPING? 

1.1 Why do we have/need flood modelling/mapping? 
The Resource Management Act 1991 makes Council responsible for controlling any 
effects of the use, development or protection of land to avoid or mitigate the effects 
of natural hazards. Council’s Comprehensive Stormwater Discharge Consent also 
requires Council to avoid or minimise adverse flooding of land and property. Mapping 
flood hazards helps Council fulfil these requirements. 

Flood hazard mapping is also used to assist Council in its responsibilities in granting 
consents under the Building Act 2004.   

When we receive new or updated data about these potential flood effects on 
properties in the city, we’re required by law to make this publicly available upon 
request and we use an online tool, Floodviewer, to host Councils best available city-
wide data and make it more accessible to the public. 

1.2 What is Floodviewer? 
Floodviewer is an online, interactive tool that helps us understand what would 
happen in areas of Hamilton if we had a very large, and rare, amount of rain, and 
where stormwater is expected to flow when stormwater pipes become blocked, their 
capacity is exceeded or where there is no piped network.   
 
The tool shows:  

• Flood hazards/extent – this is the land that potentially could be covered 
during a 100-year Average Recurrence Interval (ARI) rainfall event. This is a 
rainfall event that is expected to occur on average once every 100 years.  As 
of April 2025, 95% of the city is mapped for flood hazards/extent.  

• Overland Flow Path (OLFP) - these are the paths water will try to flow when 
our piped network becomes blocked, is exceeded or where there is no piped 
network. 100% of the city is mapped for Overland Flow Paths. 

• Flood Depression Areas – these are the areas that have the potential to ‘fill 
up’ with water. 100% of the city is mapped for Depression Areas.  

 

1.3 How to use Floodviewer? 
Council’s Floodviewer tool can be accessed through the Flood Mapping section of 
Council’s website (LINK). A How-To guide has been prepared to show new user how 
to navigate the Floodviewer tool. The guide can be accessed through the link above.    
 
 
 
 
 
 
 
 
 

 

1.4 Flood modelling and mapping process 
The flowchart below shows the key steps in Council’s modelling and flood mapping 
process.  

 

 
 

2. WHAT DO THE FLOOD MAPS SHOW? 
The flood maps available on Floodviewer identify land in Hamilton which is 
potentially at risk of flooding in an extreme rainfall event or other potential hazards 
associated with surface water runoff (i.e. OLFPs & flood depressions). The flood maps 
illustrate flooding on land and do not necessarily indicate surface water entering a 
building. 

2.1 Extreme rainfall events 
 
Flood modelling and mapping is produced for an estimated 100-year ARI design flood 
event. While this is considered an extreme event, these can (and do) occur. There is a 
26% chance (or 1-in-4) of this event occurring over the life of a typical mortgage (30-

year period). A 100-year ARI event is also known as a 1% Annual Exceedance Probability 
(AEP) event, which means there is a 1% probability of such an extreme event or larger 
happening in any given year. 
 
To manage the effects of climate change, Council is required to include predicted 
climate change impacts when mapping flood hazards. Flood hazard mapping includes 
the predicted increase in rainfall intensity out to the year 2130.  

2.2 Type of data 

2.2.1 Flood Hazards 
Flood hazard areas are land which is predicted to be affected by flooding of more than 
100mm in depth in a 100-year ARI flood event incorporating the effects of climate 
change based on the RCP8.5 median scenario as of the year 2130. Flood hazards are 
classified as either ‘Low’, ‘Medium’ or ‘High’ based on a combination of depth and 
velocity, the classifications are shown below in  Figure 1. Definitions are also provided 
in Appendix 11 of the District Plan. Flood hazard areas are used in the resource consent 
process to determine what development activities are allowable in each zone, and 
what mitigations (such as freeboard levels) are required.     
 

 

Figure 1 – Flood hazard classification matrix.  
 

2.2.2 Other Detailed Data 
Council also maps peak flood levels, depths and velocities for the 100-year ARI RCP 
8.5 event, however these are not shown on the Floodviewer tool. These are used to 
assist Council and owners in the consenting process. Maps of this data can be 
requested from Council – refer to Section 4.2.     

2.2.3 Overland flowpaths 
 
Overland flowpaths (OLFPs) are a type of flood mapping information. They predict the 
flowpath of water over the ground when the stormwater network is overloaded/ 

THREE WATERS MANAGEMENT PRACTICE NOTE 

HCC XX: Flood Mapping 
 

https://hamilton.govt.nz/property-rates-and-building/district-plan/flood-mapping
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pipes become blocked, capacity is exceeded or where there is no pipe network. The 
OLFPs shown on Council’s online mapping are not linked to a particular rainfall event 
do not necessarily indicate flow volumes, widths or velocities.  
 
Historically, development has relied on a piped network for stormwater 
management. Little consideration was given to what might happen if the piped 
network was exceeded or inlets became blocked. 
 
Minor overland flowpath: Means an overland flowpath with a contributing catchment 
which is between 2,000m2 and 4,000m2 in area. 
 
Moderate overland flowpath: Means an overland flowpath with a contributing 
catchment which is between 4,000m2 and 30,000m2 in area. 
 
Major overland flowpath: Means an overland flowpath with a contributing catchment 
of 30,000m2 or more. 
 
The OLFP data is useful for determining where flow potentially enters and leaves a 
site. The district plan requires that earthworks associated with site development do 
not obstruct or divert overland flowpaths.  

2.2.4 Flood Depression Areas 
A flood depression area is an area that has the potential to ‘fill up’ with stormwater if 
the stormwater pipes, or culverts are blocked. 
 
They are typically created through manmade features (e.g. roads) that can 
inadvertently act as a dam and stop stormwater from flowing, but they can also be 
caused by the natural topographical features of Hamilton.  
 
The mapping on Floodviewer shows depression areas based on volumes of rainfall 
runoff that could be generated in a 10-year ARI and a 100-year ARI 1-day rainfall 
event.  
 
The 100-year ARI rainfall event depressions are used as part of the resource consent 
process to determine activity status of some vulnerable land uses such as hospitals, 
schools or childcare facilities.    
 
The 10-year ARI rainfall event depressions are used in the building consent process to 
determine required finished floor levels.  

2.2.5 Flood Extent 
The flood extent area shows the full land area predicted to be affected to any extent 
in the 100-year ARI event – i.e. including areas with predicted shallow flood depths of 
less than 100mm.     
 

2.2.6 Earthworks Area 
The earthworks layer shows areas that have been affected by significant, consented 
earthworks. Within this area, the flood hazard mapping may no longer be reliable 
because land contours and, as a result, flooding, may have changed. The earthworks 
layer is generally updated at least annually. 

2.2.7 Waikato River Flood Area 
This information is provided by Waikato Regional Council to show the extent of 
Waikato River flooding likely to occur on average once in 100 years. 

3. HOW WAS THE MODEL DONE? 

3.1 Types of Models 
 
Flood models: Flood models are used to develop the detailed flooding data published 
on Floodviewer and used in the consenting process. Flood models are made up of 
detailed hydrologic and hydraulic models developed based on methodologies similar 
to those adopted in other territorial jurisdiction.    
 
OLFPs modelling: Council’s overland flowpath data is generated based on GIS analysis 
of Council’s aerially captured survey data (often referred to as LiDAR). The GIS 
analysis maps the path water takes as it runs downhill. OLFP modelling is an analysis 
of the terrain data only, i.e. no hydrologic or hydraulic calculations are undertaken.         
 
Flood depression modelling: Flood depression modelling builds on the overland 
flowpath modelling. Where OLFPs encounter potential blockages (such as road 
embankments) or flow through depressions in the landscape the flood depression 
modelling estimates the volume of runoff the upstream catchment could generate in 
a 10-year or 100-year ARI rainfall event and maps the level to which that area would 
‘fill up’ if pipes or culverts were blocked. The depression modelling is a combination 
of GIS analysis and simple rainfall runoff calculations.        

3.2 Flood modelling method 
Flood modelling developed by HCC is prepared in accordance with the Hamilton City 
Council Flood Modelling Guideline. This guideline is updated from time to time to 
align with both local and international industry standards and best-practice. 
Assumptions in specific models may vary based on the age of a particular model or 
the original purpose the model was developed for.           
 
Rainfall 
Rainfall used to develop the flood maps is a 100-year ARI rainfall event or 1% Annual 
Exceedance Probability (AEP) event. Design rainfall data is sourced from the NIWA High 
Intensity Rainfall Design System v4 (HiRDS4) which can be accessed at 
https://hirds.niwa.co.nz/.  
 
Council’s standard modelling approaches also include modelling of other events such 
as the 2-year or 10-year ARI event. These are currently not displayed on the 
Floodviewer tool.   
 
Climate Change Projections 
Flood maps illustrate a future scenario of the year 2130 for planning purposes. HCC is 
required to do this by the Waikato Regional Policy Statement. Climate change 
projections for the year 2130 are based on the Representative Concentration Pathway 
(RCP) 8.5 (median) scenario. This corresponds with a temperature increase of 3.8°C.  
 
Hydrologic Modelling  
Design hydrology used in the flood modelling is based on the procedures outlined in 
the Waikato stormwater runoff modelling guideline (TR202/06) published by Waikato 
Regional Council. In most instances hydrologic modelling has been undertaken using 
the HEC-HMS software.  
 
 

Hydraulic Modelling 
HCC’s hydraulic models have been developed in a range of software which includes 
TUFLOW, MIKEFLOOD (DHI), and HEC-RAS. Hydraulic modelling is undertaken in 
accordance with HCC’s modelling methodology and incorporates best available data 
sources available at that time.  
 
The models include: 

• Topography, from LiDAR (Light Detection and Ranging) and supplemented by 
survey where required 

• Public stormwater infrastructure (from digitised as-built information and   
survey where  required) 

• Significant watercourses 
• Building footprints 
• Landcover and the associated infiltration rate and surface roughness (e.g., 

asphalt versus vegetation)   
 
They do not represent: 
 

• Private property drainage infrastructure (such as small driveway grates) 
• Blockage of public stormwater infrastructure and watercourses 
• Localised bow wave effects 
• Localised features such as private retaining walls  
• Building finished floor levels   

 
3.4.            Flood mapping publication 

3.3 Flood model updates 
HCC has been mapping and releasing flood hazard information since around 2014 to 
meet its obligations under legislation and regional planning documents. 
 
Council has an ongoing programme to periodically update the flood models in 
Hamilton and the flood maps they produce. There are various drivers for this 
including changes to key modelling inputs (e.g. rainfall, climate change, topography) 
or updates to the overall methodology. It is expected that updates will occurs 
approximately every 5-10 years.  
 
Updates to flood models follow HCC’s standard process as illustrated above, taking 
the latest land and infrastructure information into account. Where an area of the City 
is undergoing a mapping update, this will be clearly indicated on the Floodviewer tool 
including an indicative date of publishing.     

4. DATA APPLICATIONS 
 

4.1.            How the flood maps are used 
 
New development 

Flood maps help ensure that future land use, subdivision and development within 
Hamilton is planned to be resilient to flooding. They illustrate areas where effects 
need to be considered to make sure new developments are safe and do not increase 
flood risk for nearby properties. 
 

https://hirds.niwa.co.nz/
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For a resource consent application we will check the latest available information on 
the Floodviewer tool and assess whether the relevant flood hazard areas defined in 
the District Plan apply to the site. 
 
Building consents are administered under the Building Act 1991. Building consents 
are required to consider best available information, so will incorporate the flooding 
information shown on floodviewer.        
 
Land Information Memorandum (LIM) 
 
Council has an obligation to make hazard information it holds available to the public 
under the Local Government Official Information and Meetings Act 1987. If flooding is 
identified on your property, the LIM will include wording referencing flood mapping 
undertaken for land subject to flooding in a 100-year ARI flood event (which takes 
into consideration the effects of climate change as of the year 2130) and include a 
site specific map showing the extent of the flooding mapped on the property. It also 
shows if the site is affected by overland flowpaths or flood depression areas.   
 
Council stormwater improvements programme 
 
Flood modelling and mapping is used to inform Council investment in stormwater 
infrastructure. This investment is subject to Council decisions made through Long 
Term Plan (LTP) and Annual Plan processes. To prioritise funding Council adopts an 
approach that prioritise critical public infrastructure and safety to people and 
property. Through the 2024-34 LTP, Council also improved funding to undertake 
upgrades to existing stormwater network infrastructure which will also work to 
reduce significant floodable areas on residential property. 
 
Investment in stormwater improvements will be prioritised in areas where there is 
the greatest existing risk and greatest community benefit realised from the ratepayer 
investment. Not all areas of mapped surface flooding will be addressed, as the maps 
illustrate an extreme event, and the risk to people and property of shallow and/or 
slow-moving flood water can be managed during an infrequent event. 

 
4.2.            Obtaining data 

4.1.1 Viewing Flood Mapping Data 
As described in previous sections, Council’s flood mapping data can be viewed on the 
Floodviewer portal which can be accessed at maps.hamilton.govt.nz/floodviewer/.   

4.1.2 Site-Specific Detailed Flood Maps 
Property-scale detailed flood maps can be requested from Council by contacting 
info@hcc.govt.nz. Detailed property-scale mapping can be provided for peak flood 
level, depth and velocity from the flood modelling. Detailed flood maps are supplied 
with an information sheet which documents important information about the 
modelling/results.     

4.1.3 GIS Data 
For larger development areas or entities which have infrastructure across various 
parts of the City, access to the citywide datasets displayed on Floodviewer can be 
arranged by contacting info@hcc.govt.nz. This contact can also be used to request 
GIS outputs from other modelled events. As part of this process, signing of a digital 
data agreement will be required.       

4.1.4 Obtaining Models 
Council developed flood models can be requested through contacting 
info@hcc.govt.nz. Where models are being obtained to support a resource consent 
application, it is Council’s recommendation that applicants engage with the technical 
consultant who developed the model. This is similar to the approach taken for 
Council water supply and wastewater models. Where a development is large enough 
to trigger a sub-catchment ICMP process (refer to District Plan rule 25.13.4.1b), it is a 
requirement that Council’s preferred technical consultant is engaged to either 
undertake or peer review the modelling. Applicants are required to get agreement 
from HCC on the proposed modelling scope prior to commencement.       

5. SITE-SPECIFIC FLOOD MAP REVIEW PROCESS 
A property owner may request a site-specific review of the flood mapping for their 
property. To request a site-specific review contact info@hcc.govt.nz with the address 
of the property. This service is currently provided free of charge.    
 
It takes time to undertake site-specific reviews, and timeframes depend on the 
complexity of the review and whether or not a site visit is required to assess the 
property in person. Council aims to undertake site-specific reviews within 20 working 
days.  
 
Review of flood maps on a property considers the available site-specific information 
to check whether there is a reason the mapped flooding should be altered at the 
particular property. It is not a review of the flood modelling or mapping process. A 
site-specific review for a property may consider the following information: 
 
• Flood model water levels and land levels 
• Site levels from cadastral survey 
• Records of previous flooding on the property and in the area 
• Building consent files 
• Resource consent files 
• Information provided by the property owner, e.g., photos 
• Site visit where necessary 

 
The intent of the review is to determine whether there is a localised feature or 
changes since the modelling was undertaken that would materially affected mapping 
for a property, it is not a general review of the modelling or mapping process. The 
review may conclude that there is no reason found to modify flood maps on a 
property. Alternately, the review may find there is a local, site-specific feature (e.g., a 
private retaining wall) that warrants modifying the mapped flood extent within the 
property. 
 
Each property owner who requests a review is provided with a record (typically via 
email) which document the conclusion reached and why, and whether flood mapping 
related to the property is to be removed, amended or retained. 
 
Any edits to the online flood maps (if applicable) are made in the next batch of 
periodic map updates (which occur approximately every six months). 
 
Resolution of expert disagreement in relation to review outcomes 
 
If an owner disagrees with the outcome of a mapping review, they may request a 
meeting between their stormwater engineer (or another suitably qualified expert) 

and the Council’s reviewer. The Council will ensure that its reviewer uses their best 
endeavours to resolve any areas of technical disagreement. If there remains 
disagreement with the mapping review an owner can refer the complaint to the 
Ombudsman (www.ombudsman.parliament.nz). 

6. PROVISION OF UPDATED FLOOD MODELLING 
TO SUPPORT A CONSENT 

As part of the resource consent process an applicant may choose (or be required to) 
undertake detailed flood modelling in support of their development consent.    
 
For smaller or simpler developments, applicants may wish to develop modelling that 
is more localized to their development site (and surrounding areas). All modelling is 
expected to be undertaken in accordance with the HCC modelling guideline.     
 
For larger more complex development sites use of the Council flood models is 
recommended. Where developments are large enough to trigger a sub-catchment 
ICMP process it is a requirement that Council’s technical consultant is engaged to 
either undertake or peer review the modelling. This process is outlined below:  
 
There are two (2) options for use of the Council models:    
 

1) The relevant Council model is provided to you under license for your use.  
a. You must enter into an agreement about use of the model. 
b. All modelling must be undertaken in accordance with the latest 

Council modelling guidelines.  
c. If the final outputs are used in a consent application, Council may 

arrange a review of the modelling work. This is the same process as 
other peer reviews required for consent applications, and you will 
be charged for this as part of the consent processing cost.  

2) Council can facilitate the modelling to be undertaken by Council’s preferred 
technical consultant:  

a. A scope of works will be drafted by Council’s technical consultant 
and will be agreed in writing between Council and the applicant. 

b. Once a scope of works is agreed between parties, the model will be 
provided to the applicant under license as per (1) above.  

c. The work will be undertaken under a direct engagement between 
the applicant and technical consultant, or if a consent application 
has been lodged with Council then Council may directly engage the 
technical consultant on your behalf. You will be charged the cost for 
this modelling work as it is an input into your development 
proposal.      

 
Whether modelling is undertaken by the applicant or on behalf of the applicant by 
Council the District Plan sets out reporting requirements for a Flood Risk Assessment 
Report – refer to Volume 2 Section 1.2.2.9 of the Operative District Plan.   
 

https://maps.hamilton.govt.nz/floodviewer/
mailto:info@hcc.govt.nz
mailto:info@hcc.govt.nz
mailto:info@hcc.govt.nz
mailto:info@hcc.govt.nz
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How to use Floodviewer 

Accept terms and conditions to enter the site. 

1. Find your property 

To start from a clean screen to work turn off all layers on the layer list. You can do this by clicking the 

three lines at the top right of the list, and selecting “turn off all layers”. 

 

Alternatively, you can manually untick each layer in the list. 

 

Type your property address (street number and road name, or just road name) into the Address 

Search bar in at the top right, or zoom in to an area using the + and – keys on the left-hand side, and 

click and drag your mouse to navigate.  

 

For a view that shows where buildings and trees are situated on a property, tick “Aerial Imagery 

(2024)” located at the bottom of the layers list before moving onto the next step.  

Please note: this layer is data-intensive and can make Floodviewer run more slowly. We recommend 

you remain zoomed in to a single property or area when using this layer.  

Please note: If the property you’re looking at has had development or earthworks occur in 
recent years, the flood information for the property may not be up to date. You can still review 
the flood information for the property, but please follow this additional step to see if it’s 
relevant: 



 

 

• When viewing flood information for your property, click on the flooding and a pop-up will 
appear. Read this to find the year the information relates to. If your property was altered 
after this date, the information is likely incorrect.  

 
The ‘Earthworks’ layer (see below), which is updated from time to time, shows areas known to 
have had significant changes since the date the Flood Hazard or Extent data was created 
(Overland Flow Path and Flood Depressions are not relevant to this data). 
 

2. Turn on layer “Earthworks Area” 

Tick the relevant box to turn on the Earthworks Area layer. If a brown layer appears over your 

property, it means that the area has been impacted by significant earthworks. Because of this, the 

flood hazard information we have may have changed. Please bear this in mind as you view flood 

information for your property. When done untick this layer.  

 

3. Turn on layer “100-year Flood Hazard” 

Tick the relevant box to turn on the 100-year Flood Hazard layer. Look at the property to see if any 

flooding appears. If it does, then our information indicates that that land would be affected by a 

“Flood Hazard”. Match the flooding by colour to the key (Low, Medium or High). If nothing appears, 

then our information indicates that there are no Flood Hazards on the property. Untick the layer to 

turn it off.  

 

 

 

 

 

 

 

 

 

What does this mean? 

Flood Hazard Areas are areas that our information indicates would be flooded during heavy rainfall. This 

information has been categorised by water depth and velocity as follows:   

1. Low - flooding between 10cm and 50cm deep, or moving at speeds up to 1m per second. Low does not 

mean safe.   

• Medium – flooding between 50cm and 1m deep, or moving at speeds between 1m and 2m per second.  

•  High – flooding more than 1m deep, or moving faster than 2m per second, or a combination of the 

two. 

 



 

 

 

3a. Turn on “100-year Flood Extent” layer 

Tick the relevant box to turn on the 100-year Flood Extent layer. Look at the property to see if any 

flooding appears. If it does, then our information indicates that that land would be affected by a 

“Flood Extent”. If no flooding appears, then our information indicates that there is no Flood Extent 

on the property. Untick the layer to turn it off.  

 

 

 

 

 

 

4. Turn on layer “100-year Flood Depression” 

Tick the relevant box to turn on the 100-year Depression Area layer. Look at the property to see if 

flooding appears. If it does, then our information indicates that that land would be affected by a 

“Depression Area”. If nothing appears, then our information indicates that there is no Depression 

Area on the property. Untick the layer to turn it off.  

 

 

 

 

What does this mean? 

Depression Areas are places that have the potential to fill up with water in heavy rain 

if pipes and culverts become overloaded or blocked. This layer uses the volume of 

rainfall from a 1-in-100-year flood event (there is a 1% chance of this amount of 

rainfall in any year).   

What does this mean? 

Flood Extent means areas that may experience shallow flooding. This flooding is unlikely to be hazardous, and 

less than 10cm deep. This type of flooding is likely to occur during heavy rainfall.   

 



 

 

5. Turn on layer “10-year Flood Depression” 

 

Tick the relevant box to turn on the 10-year Depression Area layer. Look at the property to see if 

flooding appears. If it does, then our information indicates that that land would be affected by a 

“Depression Area”. If nothing appears, then our information indicates that there is no Depression 

Area on the property. Untick the layer to turn it off. 

 

 

6. Turn on layer “Overland Flow Path” 

Tick the relevant box to turn on the Overland Flow Path layer. Look at the property to see if any lines 

appear nearby. If any lines appear, match them to the key (minor, moderate, major). It’s possible to 

have multiple types of Overland Flow Path on one property. Untick the layer to turn it off.  

 

 

 

 

What does this mean? 

Overland Flow Paths are the expected path water would flow across the ground in 

large rain events when the piped stormwater network is blocked, exceeded, or there 

is no network. We show major, moderate and minor overland flow paths which 

reflect the area (m2) of land upstream of any given point along that route. The lines 

on the map do not represent the width of an overland flow path.    

What does this mean? 

Depression Areas are places that have the potential to fill up with water in heavy rain 

if pipes and culverts become overloaded or blocked. This layer uses the volume of 

rainfall from a 1-in-10-year flood event (there is a 10% chance of this amount of 

rainfall in any year).   
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