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22.1

This chapter is subject to the following plan changes:

Proposed new text in Notified Plan Change 14- underlined with green highlighting

Proposed deleted text in Notified Plan Change 14- strikethrough-with pink highlighting
All proposed rules have immediate legal effect.

Recommended amendments in response to submissions:
e New text - underlined.
e  Deleted Operative Plan text — strikethrough.

N at u r o  Deleted Notified Plan Change 14 text — strikethrough.

Recommended amendments in response to submitter evidence

(] New text - underlined.
P ur p 0) e  Deleted Operative Plan text — strikethrough.
. e Deleted Notified Plan Change 14 text — strikethrough.
a. This Chap e  Deleted Officers Recommendation version text — strikethrough. )pment and
subdivisio

7

b. A natural hazard is the result of natural processes that form, shape and alter the environment.
Natural hazards are any atmospheric, earth or water-related occurrence that may adversely
affect human life, property or the environment. They include earthquakes, tsunami, erosion,
volcanic and geothermal activity, landslips, subsidence, sedimentation, wind, drought, fire, and
flooding.

c¢. Flooding and land instability (erosion, land slips and subsidence) are natural hazards of
particular relevance to Hamilton. It is these hazards that this chapter focuses on. Other natural
hazards are managed by other statutory instruments or processes.

d. Land may fall within one or more hazard-areas identifiedwithin the Planning Mapsaffected by
natural hazards. These are:_

i. HighFlood Hazard Areas:

a. Low Flood Hazard Area:
b. Medium Flood Hazard Area:
c. LewHigh Flood Hazard Area:

ii. Depression Areas

iii. FempleVew-Flood-Hazard-Area-Overland Flow Paths

iv. CulvertBleck Flood Hazard-Area-Extent Areas

v. Waikato Riverbank and Gully Hazard Area-

Fleed Hazard-AreasFlooding

e. The Lew,MediumFlood Hazard Areas and High-Flood Hazard Extent Areas have been

identified using catchment-based flood-hazare modelling. Fhe flood-hazard modeling covers
froorecosettheCibrondthe Wallkete Phverserdder-These HeodHozardArcasshowidentily
land predicted to be affected by river flooding, water ponding or overland fewpathsflow paths

|n a storm event that has a 1% chance of occurrlng in any one year —Newdevelepmenf&en

f. The Low, Medium and High categories of Flood Hazard Areas are based on combinations of
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water depth and speed;and preximityto the \Waikato River. Generally, the deeper or faster the

water the greater the consequence if people or property are exposed to it (i.e. the greater the
risk). This is reflected in the policies and rules that relate to Flood Hazard Areas whereby a
more restrictive approach exists within High Flood Hazard Areas compared with the Medium
or Low Flood Hazard Areas.

g. The medelling-processDepression Areas are areas that have the potential to ‘fill up’ with
stormwater if the stormwater pipes, or culverts are blocked by debris, or their capacity is
exceeded in a flood event. Depression Areas can be created through manmade features (e.g.
roads, earthworks) that can inadvertently act as a dam and stop stormwater from flowing, but
they can also be caused by natural topographical features.

h. Overland Flow paths show the most direct route that water will try to flow over land.

i. The best avallable catchment- based flood mformatlon produced by Council is currently
published on w A willCouncil’'s website.
This flood information is qenerallv conS|dered sunable for |dent|fy|nq whether a specific
property may be ghdertaken-fertherestaffected by one or more of the Cityy-evertimeabove
flood related features, however alternative flood information can be used if Council considers it
to be better than the information that it holds.

j. FetSubdivision, development and land uses will need to determine whether there are any
rood related hazards relevant to the restsite and proposal when applvlnq the DFOVISIOI’]S of the

emventhls chagte

Waikato Riverbank and Gully Hazard Area

k. The slopes and soil types of the Waikato Riverbank and Gully systems potentially make

these areas more susceptible to land instability (erosion, land slips and subsidence). In
addition to controls within the Waikato Riverbank and Gully Hazard Area there are setbacks for
nearby new development.

Note

1. Subdivision and development may also be managed with respect to natural hazards under s106 of the
Act, and the Building Act 1991.
2. Fhe beundariesforallhazard-areas-are-deriveddromCouncil publishes its best available catchment-
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22.2

based flood information that-Ceuneil-currently-holdsin the GIS viewer on its website. This information
will be used as a starting point to determine whether a property is affected by flooding.

3. Details about the flood hazardinformation modelling methodology, assumptlons limitations and

validation, and a more detailed breakdown of

hazard-mapping-areinformation is held by Council.

4. Council’s flood mapping does not need to be used if a site specific flood assessment that includes more

accurate flood hazard information is provided to, and accepted by, HCC. The assessment will need to

provide information that follows the category descriptions in Appendix 11 - Volume 2 and include an

explanation of the methodology used and the nature, extent and effect of using this information. The

assessment and information must be prepared by an appropriately experienced and qualified

practitioner.

5. There is no guarantee that specific sites outside the identified hazard areas will be unaffected by
flooding or land instability during a natural hazard event.

Objectives and Policies: Natural Hazards

Objective | Policies

22.2.1

Risks from natural hazards are managed in

Managing the Risks of Natural Hazards

22.2.1a
Manage subdivision, use, and development to mitigate risks from

a way that:
i. avoid the creation of intolerable levels

of risk,

. subdivision, use and development

does not increase the potential for
adverse effects to people, property,
infrastructure and the environment
where practicable reduce, risks
arising from natural hazards for
adverse-effects on-to an acceptable
level for people, property,
infrastructure and the environment.
increase community resilience to
natural hazards including the effective
and efficient response and recovery
from the adverse effects of natural
hazard events.

natural hazards, or minimise them to a tolerable level, including

by:
.
i
i

Vi.

Vil.

viii.

Assessing the effects of and risks from natural hazards
Taking a precautionary approach.

Recognising that sites may be subject to multiple hazards
and the potential cumulative effects these hazards may
create.

Giving priority to the use of nature based or non-structural
solutions rather than construction of natural hazard
protection works or structures.

Recognising, maintaining, or enhancing the role of natural
features and processes to avoid or minimise natural
hazards, including, e.g., the natural function of floodplains
to store and convey flood waters.

Ensuring new activities do not create new, or exacerbate
existing, natural hazards.

Considering the effects of climate change on the
occurrence and severity of natural hazards.

Recognising that redeveloping a site, including intensifying

its use, may create opportunities to reduce the overall
level of existing risk.

Using the best available information, based on the most
up-to-date flood modelling where relevant, and applying
best practice where practicable.

Flood Hazard Area Risk Assessment

22.2.1b
When assessing flood hazard risks, consider the following

matters:
i. the anticipated effects of climate change on the frequency

and severity of flooding up to and including at least the 1%

AEP rainfall event flood level;

ii. The health and safety of people;

The vulnerability or resilience of activities to the effects of

flood events;
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iv. The possible need for people to be evacuated during a flood
event including flood free access and egress; and

v. Whether the development will accelerate or exacerbate
potential effects on sites upstream, downstream, or adjacent
to the site, including the effects of increased flood depths
and velocities.

Earthworks

22.2.1c

Manage earthworks to slow the velocity of runoff and not reduce
flood storage capacity on a site or divert or to concentrate
stormwater discharges effa-site-on any surrounding land in
different ownership.

Use and Development in Flood Hazard Areas

22.2.1d

Hazard-sensitive lLand use and development thatis-vulnrerable-to
the-adverse-effects-of flooding-events-(including but not limited to
residential units, visitor accommodation, child care facilities,
community centres, schools, and health care services) and
development avoids High Flood Hazard Areas.

22.2.1e

Activities in Flood Hazard Areas should take steps to reduce
natural hazard risk, including risks to other properties, to a level
that is tolerable.

22.2.1f
Allow land uses and development within a Low and Medium Flood

Hazard Area only when:

i. The adverse effects of a flood event have been minimised
and risk reduced to a tolerable level, or where practical, an
acceptable level thatistolerableand-aslow-asreasonably
practicable: and

ii. The activity does not create a new, or exacerbate existing,
flood risks off the site.

22.2.1.9
Recognise that some uses and developments are more resilient

to the adverse effects of flooding and can be carried out in Flood
Hazard Areas, provided that the activity:
i. Does not increase flood hazards off the site, and
ii. Provides safe evacuation routes or refuges for people on the
site, and
iii. Habitable floors are above 1% AEP rainfall event flood
levels.
iv. Enables universal access where required.

Depression Areas

2.2.1h

Allow land uses and development within Depression Areas only
when the adverse effects of a flood event caused by a depression
area are reduced to a tolerable level.

Emergency Services and Hospitals

22.2.1i

Emergency services facilities and hospitals shall avoid Medium
and High Flood Hazard Areas if the infrastructure could become
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unusable or inaccessible during flood events.

Regionally Significant Infrastructure and essential services
22.2.1j

Allow new regionally significant infrastructure and essential
services within a Flood Hazard Area only when:

i. The infrastructure cannot reasonably or practicably be
located elsewhere, recognising any technical and operational
constraints; and

ii. The adverse effects of a flood event on the infrastructure are
minimised to an acceptable level, appropriate to the function,
criticality, and vulnerability of the infrastructure or service.

Overland Flow Paths

22.2.1k

Retain and, where necessary allow modifications or provision of
alternate overland flow paths to; restore the function of overland
flow paths to convey stormwater runoff safely through a site
without causing nuisance to other property or damage to the
environment.

Development in Flood Extent Areas

22.2.11

Allow development within the Flood Extent Areas, only where
floor levels have sufficient freeboard above the 1% AEP rainfall
event flood levels to limit the risk of flood damage.

Waikato Riverbank and Gully Hazard Area

22.2.1m

New use and development that is vulnerable to the adverse
effects of land instability avoids the Waikato Riverbank and Gully
Hazard Area, unless the adverse effects and risks of land
instability have been minimised to an acceptable or tolerable
level.

Explanation

The potential consequences of allowing activities within areas affected by natural hazard events vary according
to the nature and scale of the proposed activity. The hazard areas identified within this District Plan are affected
by potentially significant hazards. Most activities within these areas will involve the preparation of a Risk
Assessment Report as part of information requirements for building and resource consents.

Climate change can have the effect of increasing the occurrence or severity of natural hazards. When assessing
risk of any activity, the effects of climate change should be considered. In addition to Ministry for Environment
guidance reports, the Hamilton City Infrastructure Technical Specifications contain guidance on determining the
effects of climate change on rainfall and how to reflect this in the design of stormwater infrastructure.

Some land uses have the effect of concentrating people into defined locations. Concentrating people in locations
(e.g. residential activities at urban densities) that may be subject to natural hazards creates a greater risk than if
the land was used only for lower population density uses.

Some activities are vital for emergency response and disaster recovery, including hospitals, emergency service
facilities, and lifeline utilities. These activities need to be located in areas where their exposure to natural
hazards is minimised. In some situations it will be impossible to provide lifeline utility services to the City without
entering a hazard area (e.g. Three Waters infrastructure or the strategic transport network crossing the Waikato
River). Where it has been established that there is no reasonable or practical alternative that would avoid a
hazard area, then the activity should be allowed to proceed in a manner that minimises the level of risk.

Some activities are not sensitive to the effects of natural hazards and are considered low risk. These should be
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allowed to occur in hazard areas. For example outdoor recreational spaces and their associated activities. This
ensures that the land is still able to contribute towards the functioning of the City while minimising the
consequences of a natural hazard event.

New activities should not be allowed to create a new, or exacerbate an existing, hazard, e.g. development which
| | diverts flood water on to a neighbouring site or alters the hydrological capacity of a fleed plainfloodplain. These
include walls, fences, earthworks, vegetation removal, construction of buildings and structures, and increasing
impervious surfaces.

The policy of minimising the vulnerability of new development beyond the identified hazard layers is a
precautionary approach intended to respond to potential inaccuracies in modelling and data, and the uncertainty
that exists with designing for hazard events.

In some situations redevelopment on a site affected by a natural hazard may provide an opportunity to reduce
the overall level of existing risk. For example, the added risk from increasing the amount of habitable floor area
on land in a flood hazard area may be offset by the reduction in overall risk if the redevelopment also involves
raising floor levels of existing habitable areas to meet minimum freeboard levels.

22.3 Rules — Activity Status Table

Activity Hazard Areas

High Medium Low [EEereir-uvirs Overland Waikato
Flood Flood Flood ZEEEBERIEESSl)] Flow =4l Riverbank

Paths INE¥ and Gully

a. Removal of trees or other |P P P P P P P
vegetation
|| b. Planting of trees or other P P P P P P P
vegetation
|| c. Trimming and maintenance |P P P P P P P
of existing trees or other
vegetation
d. Pest control P P P P P P P
e. Removal of dead, diseased |P P P P P P P

or damaged trees or other
vegetation where this is
necessary to:

i. Avoid the death,
destruction or
irreparable damage of
remaining trees or
vegetation

ii. Where it constitutes
an imminent hazard to
people and property

iii. Where it affects the
operation of existing
network utilities, or

iv. For the purpose of
maintaining existing
tracks and fencing
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f. Removal of vegetationas [P P P P P P P
part of any farming,
horticultural or domestic
gardening activity

g. Removal, trimming or Refer to Chapter 20: Natural Environments.
maintenance of trees and
vegetation identified in:
¢ Volume 2, Appendix 9,
Schedule 9C: Significant
Natural Areas, or

¢ Volume 2, Appendix 9,
Schedule 9D: Significant
Trees

Building, Structures, Earthworks and Development

h. New buildings (excluding NC BRD P P P P D
Accessory buildings less
than 25mz2 in area)

I. Replacement or rebuilding |P P P P P P P
of existing lawfully
established buildings

j. Alterations or additionsto |NC RD P P P P D
buildings which results in:
i. Greater building site
coverage, or
ii. Anincrease in
habitable floor area

k. Other alterations or P P P P P P P
additions to buildings

|. Demolition or removal of P P P P P P P
buildings
m. Maintenance or repair of P P P P P P P
buildings
n. Demolition, removal, Refer to Chapter 19: Historic Heritage

maintenance, repair,
alterations or additions to
buildings identified in
Volume 2, Appendix 8,
Schedule 8A: Built Heritage

0. i. Earthworks ancillarytoa [P P P

permittedPermitted activity
in this table (excluding

compensatory earthworks)

o
o
v}
o

ii. Earthworks- D RD RD P P P P
Compensatory

iii. Earthworks for the
installation of underground
structure or services

o)
o
v,
e,
o
o
wj
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I .
infrastructure

p. Earthworks not otherwise
identified in this table

o

v

g. Stormwater management
devices and flood
mitigation works if
designed, constructed,
operated and maintained in

accordance with any
structure or catchment
management plan;
resource consent, relevant
permitted activity rule in a
District or Regional Plan,
and/or Council vesting

requirements

v}

o

o

o

o

v}

o

r. Flood protection structures

o

v}

s. Ancillary residential
structures (excluding
swimming pools, walls and

fences)

t. Accessory buildings less
than 25m2 in area

o;

o]

o;

o;

|0

o;

u. Soil conservation, river and
erosion control works

)

V.

Walkways and cycle paths

W.

Swimming pools

X.

Fences and walls

y. Parking lot

[lojTW|O|T©

[TojoO|O| O

[lojTW|O|T©

[TojloO|O| O

Ol T|O|T©

z. Car parking areas (ancillary
to another activity)

o}

o}

|0

o}

T

aa. External storage of goods
and materials (excluding
hazardous facilities — refer
Chapter 25.4: City-wide —
Hazardous Facilities)

bb. Recreational activities

o

jv)

o

-

cc. Farming, horticultural or
domestic gardening
activities

dd. Events
Events

ee. All temporary activities

Refer to Chapter 25.3:

City-wide - Events and Temporary Activities
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I e MULY- = \/,lnerable Hazard-Sensitive)

ff. Any residential activity NC BRD P P P P D
dg. Any industrial activity NC DRD P P P P D
hh. Any retail activity NC BRD P P P P D
ii. Childcare facility NC NC P BRD P P D
ii. Community centre NC DRD P BRD P P D
KK. Tertiary education and |NC BRD P RD P P D
specialised training facilities

Il. Health care services NC BRD P BRD P P D
mm. Offices NC BRD P P P P D
nn. Schools NC NC P BRD P P D
00. Visitor accommodation |NC RD B B B B D
pp. Retirement villages NC RD B RD B B D

Activities on the Surface of Water

qg. Events or activities Refer to Chapter 25.3: City-wide - Events and Temporary Activities

associated with events on
the Waikato River or Lakes
(motorised or non-
motorised)

rr. Private recreation on the
surface of water

ss. Commercial activities on
the surface of water

tt. Pontoon/jetty

uu. Emergency service
facilities

Refer to Chapter 15: Open Space Zones

NC

NCD

NERD

NC

Land Uses — Essential Services and Regionally Significant Infrastructure

vv. Hospitals

NC

NCD

NERD

NC

ww. Lifeline utilities —
excluding stormwater and
electricity infrastructure (at

ground level)

NED

NCD

NERD

NC

xX. Lifeline utilities —
electricity infrastructure only
(at ground level)

NEB-RD

DBRD-P

o

RDP

o

v}

yy. Lifeline utilities —
stormwater infrastructure
only (at ground level)

NC

zz. Lifeline utilities (above

ground level)

aaa. Lifeline utilities (below

NC
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| ground level)
bbb. Lifeline utilities — RD RD | | P P P NC
Transport Corridor
bbb ccc. Maintenance, and |P P P P P P P

repair, and minor upgrading
of existing lifeline utilities

ceeddd. Regionally NED NCRD P NERD P P NC
Significant Infrastructure
(not otherwise covered in

this table)

eee. Maintenance, repair
and minor upgrading of
existing regionally
significant infrastructure
(not otherwise covered in

this table)

]
o
o
]
o
o
]

Note

1. For any activity not identified above, see Section 1.1.8.1.

2. This chapter focuses on the hazard risk element of land-use management. Activities identified in the
table above may also be subject to standards within the relevant zone or other City-wide chapters.
When there is a more onerous rule in another chapter then the more onerous rule prevails.

3. The Regional Plan also contains rules relevant to natural hazards.

22.4 Rules — General Standards

22.4.1 Impermeable Surfaces

| a. The maximum area of effective impermeable surface in that part of a site within a Flood
Hazard Area shall be 40%.

b. For the purposes of this rule, effective impermeable surfaces refer to areas that are not
actively managed to mitigate runoff—such-asroofs-without appropriately sized rainwaterreuse

A ala a ala
A wAw oatikcaty

c. This standard does not apply to transport corridors.

Note Examples of effective impermeable surfaces that actively manage runoff include paved areas
with soakage and/or permeable paving, or roofs with appropriately sized rainwater tanks.

22.5 Rules — Specific Standards

a. The following standards apply within the Waikato Riverbank and Gully Hazard Area only.

22.5.1 Earthworks Ancillary to an Permitted-orRestricted Diseretionary Activity or
Compensatory Earthworks

Earthworks must not exceed the following maximums

| i. Volume_(the greater of): 25m3
e Per site per calendar year; or
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e Per 50m length of the watercourse or gully if part of an esplanade reserve
or Open Space Zone per calendar year
ii. Cutdepth 0.5m
iii. Fill height 0.5m

c. Earthworks shall be clean fill only.

d. Earthworks shall not:

Result in the subject site or any other site becoming unstable, or

Create or exacerbate any natural hazards at the subject site or any other site.

e. All bare earth shall be re-vegetated or re-grassed as soon as practicably possible and within
one calendar month following the completion of earthworks.

f. If this can not be achieved the area shall be temporarily covered by a surface suitable to
protect against soil erosion until such time as re-vegetation or re-grassing can occur.

Note

1. Also refer to standards in Chapter 25.2: City-wide — Earthworks and Vegetation Removal.

22.5.2 Earthworks Ancillary to an Permitted-erRestricted Diseretionary Activity or
Compensatory Earthworks

a. The following standards apply within Flood Hazard Areas and Moderate and Major Overland
Paths only.

Flow

b. Earthworks shall be clean fill only.

c. Earthworks shall not:

‘ V.
Vi.

| Vii.

i. Raise natural ground level;unless compensatory earthworks are undertaken within the

site to maintain 1% AEP rainfall event flood extent storage.

ii. Impede flood flows,
ii. Increase the adverse effects of flooding at the subject site,_

. Reduce the capacity of a moderate and major overland flow paths entering or exiting the

site,

Modify the point at which a moderate and major overland flow paths enter or exit the
site,

Results in flood waters being diverted or displaced onto any other site to any greater
degree, or

Result in increased risks to adjacent sites due to concentration of flow.

d. All bare earth shall be re-vegetated or re-grassed as soon as practicably possible and within
one calendar month following the completion of earthworks.
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22.5.3

22.5.3a

e. If this can not be achieved the area shall be temporarily covered by a surface suitable to
protect against soil erosion until such time as re-vegetation or re-grassing can occur.

f. All compensatory earthworks must be free draining.

Note

1. Also refer to standards in Chapter 25.2: City-wide — Earthworks and Vegetation Removal.

2. Compensatory earthworks allow for limited cut and fill to occur, at the same incremental level, within a
flood hazard area to achieve a nil impact on the hydraulic characteristics of the waterway or floodway.
Compensatory earthworks are balanced (i.e. ‘cut’ equals fill’) both in total, and at incremental elevations
below the peak 1% AEP rainfall event flood level.

External Storage of Goods and Materials

a. The following standards apply-te-Permitted-and Restricted Diseretionary-Activities within the
Flood Hazard Areas only.

b. In a 1% annual exceedance prebability AEP rainfall event goods or materials that are stored
outside shall not:

i. Be able to be mobilised by flood water,
ii. Impede flood flows,
iii. Increase the adverse effects of flooding at the subject site, or adjacent sites,-ef

iv. Result in flood waters being diverted or displaced onto any other site to any greater
degree;er.

Note

1. Acceptable means of compliance with this standard includes storing goods and materials above the 1%
annualexceedance prebabllity AEP rainfall event flood level on a structure designed to allow flood
waters to pass beneath, through or around, in a manner that ensures flood waters are not diverted or
displaced onto any other site.

c. Rule 22.5.3.h. above shall not apply to the temporary storage of goods and materials for on-
site construction work or as part of an event or temporary activity.

Car parking areas and parking lots

a. The following standard applies within the Flood Hazard Area:

i. Surface car parking areas and parking lots with more than 10 car parking spaces and vehicle

entry and exit points to above or below ground parking areas must be located where the depth
of flood waters in a 1% AEP rainfall event does not exceed 0.3m above ground level.

b. Entry and exit points to below ground (basement) parking areas and parking lots must be above 1%

22.5.4

AEP rainfall event flood levels.

Removal of Trees and Other Vegetation

a. The following standards apply within the Waikato Riverbank and Gully Hazard Area only.
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b. The removal of any tree or other vegetation shall not:
i. Result in the subject site or any other site becoming unstable, or

ii. Create or exacerbate any natural hazards at the subject site or any other site.

Note

1. In order to provide for people’s health and safety and to minimise adverse effects on the stability of a
site, the removal of any tree or other vegetation within the Waikato Riverbank and Gully Hazard Area
should be undertaken by, or under the direction of, a suitably experienced person. In addition, the
removal of large trees, or groups of smaller trees, on steep sites may require geotechnical engineering
input.

c. All bare earth shall be re-vegetated or re-grassed as soon as practicably possible and within
one calendar month following the completion of earthworks.

d. If this can not be achieved the area must be temporarily covered by a surface suitable to
protect against soil erosion until such time as re-vegetation or re-grassing can occur.

e. The area of vegetation clearance shall not exceed:
i. 50m? per calendar year, per site, or

i. 100m? per calendar year for each 50m length of watercourse or gully that is part of an
esplanade reserve or Open Space Zone.

Note
1. Also refer to standards in Chapter 25.2: City-wide — Earthworks and Vegetation Removal.

2255 Fences and Walls

a. All fences and walls within a Flood Hazard Area {excluding Low Fleed Hazard - Areas)jor in on
an Overland Flow Path_shall be designed to allow flood waters, in a 1% anaualexceedance

prebability AEP rainfall event, to pass beneath, through or around, in a manner that ensures
flood waters are not diverted or displaced onto any other site to any greater degree.

Note

1. Hedges are not affected by this standard.
2. The design of the fence may need to be subject to specific design by a suitably gualified person to
ensure structural integrity during a flood event.

22.5.5a

Any development or activity in or over Moderate and Major Overland Flow
Paths

a NW-B -ng an amant o abhuildina of avi nao A Q hlichad hiilding a ddition ala

alterationsto-buildings-Any development or activity located in or over ar-Moderate or Major Overland
Flow Path shall:
i. Maintain the entry and exit points for the Moderate or Major Overland Flow Path as they relate to
upstream and downstream properties unless the exit point of the Overland Flow Path can be safely
redirected to a roading corridor or stream.
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ii. Not restrict the capacity of the Moderate or Major Overland Flow Path.
ili. Not pipe the Moderate or Major Overland Flow Path.

22.5.6 New Buildings, Replacement or Rebuilding of Existing Lawfully
Established Buildings, and Alterations or Additions to Existing Buildings_in
a Flood Hazard Area

Displacement of Fleedflood water and structural design

a. New buildings, replacement or rebuilding of existing lawfully established buildings within any
Flood Hazard Area:shall:

i. Ensure that peak depth, velocity and volume floodwaters in a 1% annualexceedance
probability AEP rainfall event are not giverted-or-displaced-enteincreased on any other

site.

ii. Be structurally sufficient to withstand the effects of inundation in a 1% annual

execeedance-probability AEP rainfall event;

c. On any site that is fully or partly affected by any Flood Hazard Area-{excluding the Culvert
Bloek Fleed Hazard Area), the following minimum freeboard heights shall be complied with,
which are additional to the top water flood level of the 1% annualexceedance probabilityAEP

rainfall event.

Building use Minimum freeboard
height
i. Residential buildings (including attached garages). visitor accommodation, 0.5m
childcare and healthcare buildings
i. Non-Cemmeteialresidential buildings including commercial and industrial 0.3m
buildings
iii. Non-habitable residential buildings and detached garages 0.2m

Except that in the Low Flood Hazard Area i. and iii. shall not apply to:

¢ Habitable extensions and alterations to existing residential buildings, which
instead shall be no lower than the floor level of the existing building.

¢ Non-habitable extensions and alterations to existing residential buildings.

¢ Non-habitable extensions and alterations to existing commercial buildings, which instead
shall be no lower than the floor level of the existing building.

e Detached garages and accessory buildings.
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Note

1. Building Act provisions regarding minimum floor levels and freeboard will continue to apply for all
buildings.

2. If any part of a building is located in a Flood Hazard Area, the entire building must comply with the
minimum freeboard levels.

d. Minimum freeboard heights shall be measured from the top water level of the 1% AEP

rainfall event design to finished floor level.

e. As an alternative to the minimum freeboard heights contained in d) above the recommended
freeboards of a site-specific flood risk assessment report prepared in accordance with
Information Requirements in Volume 2, Appendix 1.2.2.9, can be used.

Safe Access

f. Any proposed development or activity within a 1% AEP rainfall event Flood Hazard Area
flood-extent for a vulperable-hazard-sensitive activity listed in Table 22.3 must, connect via a
safe access route for pedestrians or vehicles to a road or public open space that is free of
flood waters during a 1% AEP rainfall event. An access route will be considered safe during
such an event if it will be subject to no more than 0.3m depth of flooding and 1.0 m/s flood

velocity.
gl ETE——

New buildings, Essential- SepdcesReplacement or Rebuilding of Existing

Lawfully Established Buildings, and Regienaty-Sighificant
InfrastructureAlterations or Additions to Existing Buildings in Flood Extent

Area

22 5%.6a

a. The following minimum freeboard heights shall be complied with:

i. Residential buildings (including attached garages) and non-residential buildings: Minimum
freeboard of at least 0.15m above the 1% AEP flood level.

This shall not apply to:

e Habitable extensions and alterations to existing residential buildings, which instead shall be
no lower than the floor level of the existing building.
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e Non-habitable extensions and alterations to existing residential buildings.

e Non-habitable extensions and alterations to existing commercial buildings, which instead
shall be no lower than the floor level of the existing building.

e Detached garages and accessory buildings.

22.58.7 Lifeline Utilities (Above Ground Level)

a. Lifeline utilities (above ground level) shall be at least 1m above the top water flood level of the

1% annual-exceedance-probabilityAEP rainfall event.

b. Lifeline utilities (above ground level) in the Culvert Block Floed HazardDepression Area
considering the 1% AEP rainfall event shall be at least 1m above the flood level-shewn-en-the

Planning-Maps.

22.6 Restricted Discretionary Activities: Matters of Discretion

and Assessment Criteria

a. In determining any application for resource consent for a restricted discretionary activity, Council
shall have regard to the matters referenced below, to which Council has restricted the exercise of
its discretion. Assessment Criteria within Volume 2, Appendix 1.3.3 provide for assessment of
applications as will any relevant objectives and policies. In addition, when considering any
Restricted Discretionary Activity located within the Natural Open Space Zone, Waikato Riverbank
and Gully Hazard Area, or Significant Natural Area, Council will also restrict its discretion to
Waikato River Corridor or Gully System Matters (see the objectives and policies of Chapter 21:
Waikato River Corridor and Gully Systems).

Activity Specific Matter of Discretion and Assessment Criteria Reference Number

(Refer to Volume 2, Appendix 1.3.3)

i. New buildings, and alterations or additions F — Hazards and Safety

B21 — Building in areas affected by Natural Hazards

ii. Compensatory earthworks F — Hazards and Safety

ili. Fences and walls F — Hazards and Safety

iv. Retirement villages F — Hazards and Safety
i. Fencesandwalls

V. Mulnerable-Hazard-sensitive land uses (listed in | F — Hazards and Safety
the activity status table)

vi. Essential Services and Regionally Significant F — Hazards and Safety
Infrastructure (listed in the activity status table)

22.7 Non-Complying Activities in a Flood Hazard Area

a. A flood risk assessment report in accordance with Information Requirements in Volume 2,
Appendix 1.2.2.9, submitted as part of an application for a non-complying activity may be
considered by Council to satisfy itself, under section 104D of the Act, that either:
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22.8

i. The adverse effects of the activity on the environment will be minor, or

ii. The activity will not be contrary to the objectives and policies of the District Plan,

on the basis that the actual site specific flood hazard and risk is lower than the assessment and
categorisation set out in Rule 22.3.

Other Resource Consent Information

Refer to Chapter 1: Plan Overview for guidance on the following.

How to Use this District Plan
Explanation of Activity Status

Activity Status Defaults

Notification Defaults

Rules Having Early or Delayed Effect

Refer to Volume 2, Appendix 1: District Plan Administration for the following.

¢ Definitions and Terms Used in the District Plan

Information Requirements

Controlled Activities — Matters of Control

Restricted Discretionary, Discretionary and Non-Complying Activities Assessment Criteria
Design Guides

Other Methods of Implementation
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