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1. Executive Summary 
 
Bloxam Burnett & Olliver (BBO) has been commissioned by Waikato Racing Club Incorporated (WRCI) to 
prepare an Integrated Transport Assessment (ITA) to support a Plan Change application to Hamilton City 
Council to enable the rezoning of approximately 6.48 hectares (ha) of the Te Rapa Racecourse site from Major 
Facilities Zone to Residential Zone. 
 
The development concept plan envisages approximately 200 residential dwellings to be developed based on 
a mix of single dwellings, townhouses and apartments. While these dwellings are located close to the 
racecourse and may have a degree of interaction with it, most of the dwellings are likely to have no direct 
integration with the Te Rapa Racecourse. 
 
When completed, the proposed residential development is expected to generate approximately 1,500 
vehicle trips per day and 160 trips per peak hour. 
 
Access to the subject site is proposed via the existing access to the racecourse at Ken Browne Drive and a 
new access intersection at Sir Tristram Avenue approximately 90 m southwest of the Te Rapa Road / Sir 
Tristram Avenue intersection.  
 
Overall, this ITA finds that the transportation effects on the adjoining road network enabled by the proposed 
rezoning can be managed and mitigated to an acceptable level subject to appropriate mitigation measures 
being adopted.  
 
On that basis, the following transportation infrastructure and triggers are recommended for mitigating the 
future transport effects of the proposed rezoning: 
 
Access Road Upgrades 
 

�x A no-parking restriction is introduced along the southwest side (northbound lane) of the Ken Browne 
Drive.  

�x The existing footpath on the north-eastern side of Ken Browne Drive be extended 75 m to the 
proposed access to the Plan Change area and be connected to the residential development 
footpaths.  

�x The existing footpath on the northern side of Sir Tristram Avenue should be extended for 
approximately 115 m running alongside Fairview Motors property to provide a connection to public 
transport on Te Rapa Road. 

�x Provide a walking and cycling shared path on the southern side of Sir Tristram Avenue between the 
proposed residential access intersection and the service lane, and along the Te Rapa service lane to 
a zebra crossing on a raised safety platform (RSP) across the service lane. 

�x Connect the shared path to a new mid-block RSP staggered signalised crossing across Te Rapa Road. 
(The introduction / implementation of a RSP at this location will be subject to a Road Safety Audit 
���v�������}�µ�v���]�o�[�•���������]�•�]�}�v�•  

�x Kerb let-downs (pram crossings) are required on Sir Tristram Avenue where pedestrians will cross 
between the footpaths on each side of the road. 

�x A landscape plan should be submitted to Council for approval as part of the design for subdivision 
consent, to identify the trees to be removed to accommodate the new access intersection on Sir 
Tristram Avenue. 

�x The existing racecourse site access at Mainstreet Place should be permanently closed. 
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Intersection Upgrades 
 

�x Te Rapa Road / Sir Tristram Avenue intersection to be upgraded to ban the right turn movements 
out onto Te Rapa Road. A conceptual design of the proposed Te Rapa Road / Sir Tristram Avenue 
intersection is presented in Figure 43. 

�x The movements at the intersection will be limited to left-in, left-out and right-in movements only. 
  

Table No: 1 

Staging of Transportation Infrastructure Improvements 

No. Proposed Upgrade Development Stage Trigger 

1 
Upgrading of Te Rapa Road / Sir 
Tristram Avenue intersection (Refer to 
Figure 43) 

When access to Sir Tristram Avenue is provided. 
OR 
After 70 trips per peak hour is generated by the 
proposed development through Te Rapa Road / Garnett 
Avenue / Vardon Road intersection (i.e. approximately 
60 dwellings) *   

2 
Extension of existing footpath on the 
north-eastern side of Ken Browne Drive 
to connect to residential development  

Before any residential traffic is generated by the Plan 
Change area. 

3 

Extension of existing footpath on the 
northern side of Sir Tristram Avenue to 
the existing bus stop located 110 m 
northwest of Te Rapa Road / Sir 
Tristram Avenue intersection  
 

When access to Sir Tristram Avenue is provided. 
 

4 

Construction of new shared path on the 
southern side of Sir Tristram Avenue to 
the Te Rapa service lane; 
Provision of a raised safety platform 
pedestrian crossing (zebra) across the 
service lane. 
Provision of a raised safety platform 
staggered mid-block signalised crossing 
over Te Rapa Road (Refer to Figure 36) 
 

When access to Sir Tristram Avenue is provided. 
 

* This is based on the predicted trip distribution (Figure 26) to Te Rapa Road / Garnett Avenue / Vardon Road 
intersection and the assumption that Ken Browne Drive access will be provided from the outset.  
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2. Introduction 
 
WRCI seek to rezone approximately 6.48 hectares (ha) of the Te Rapa Racecourse site in Hamilton from Major 
Facilities Zone to Residential Zone for subsequent medium density residential development. 
 
This Integrated Transport Assessment (ITA) supports a Plan Change application by WRCI to Hamilton City 
Council (the Council) to enable the proposed rezoning and is in general accordance with Table 15-2b in 
���‰�‰���v���]�Æ���í�ñ���}�(���š�Z�������}�µ�v���]�o�[�•���K�‰���Œ���š�]�À�������]�•�š�Œ�]���š���W�o���v���~���]�•�š�Œ�]���š���W�o���v�•�X���d�Z�����Œ��port provides an assessment of the 
traffic and transport aspects of the proposed rezoning, which include: 
 

�x The local transport environment surrounding the subject site; 

�x An estimation of the predicted trip generation; 

�x The effects of the Plan Change proposal on the wider road network; and 

�x �d�Z�����‰�Œ�}�‰�}�•���o�[�•�����o�]�P�v�u���v�š���Á�]�š�Z���š�Z�������]�•�š�Œ�]���š���W�o���v�[�•���š�Œ���v�•�‰�}�Œ�š���š�]�}�v���Œ���o���š�������Œ�µ�o���•�����v�����‰�Œ�}�À�]�•�]�}�v�•�X 
 
2.1 Background 
 
The WRCI is the owner and operator of the Te Rapa Racecourse. The racecourse is the only horse racing 
events venue in Hamilton and an important resource for the City and the Waikato Region. The WRCI has been 
in existence since 1924 and currently hosts approximately 18 race days a year. 
 
WRCI have identified that there is a surplus of land at the Te Rapa Racecourse site which is currently not 
being efficiently utilised. WRCI wishes to make provision for part of that land to be developed for medium 
density residential uses which will be complementary to its core business activities at the Te Rapa Racecourse 
site. The racecourse intends to continue to operate at its current location, hosting a number of racing events 
throughout the year. 
 
Initial work on the plan change was undertaken in 2018.  A draft ITA prepared by BBO was submitted to the 
Council back in May 2018 and it was peer reviewed by Gray Matter. An updated ITA (dated July 2019) was 
prepared in response to the peer review addressing the issues raised by Gray Matter. However, this was not 
submitted to Council as the project was put on-hold.  
 
This assessment which is an update of the earlier ITA details the changes to the Plan Change proposal and 
addresses the traffic and transportation effects due to the current proposal. The comments previously 
received via the peer review have also been taken into consideration in this ITA. The main change since the 
original ITA is the industrial component of the proposal has been removed from this application and the 
concept plan has been updated. To address the peer review comments, an assessment of the proposed cross-
sections for Sir Tristram Ave and Sir Ken Browne Drive, and additional information on the Te Rapa Road / Sir 
Tristram Avenue intersection has been included in this report.  
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3. Existing Transportation Environment 
 
3.1 Site Location 
 
The proposed Plan Change area �~�ŝubject site�_�• is located to the west of Te Rapa Road and is bounded to the 
north and west by Sir Tristram Avenue and Te Rapa Racecourse respectively. The site is approximately 6.48 
ha in size and is currently accessed via Ken Browne Drive. 
 
The locality of the subject site is shown in Figure 1. 
 

 
Figure 1: Site Locality 
 
3.2 Existing Land Use 
 
The subject site is zoned Major Facilities in the District Plan in which residential developments are not 
permitted activities. 
 
Properties to the north and east of the racecourse are predominantly occupied by a range of small to medium 
sized light industrial and commercial activities.  One of the commercial premises which is along Te Rapa Road 
adjacent to the racecourse is owned by the WRCI through its subsidiary company Mainstreet Place LP.  That 
site is currently occupied by Signature Homes.  
 
The properties which immediately adjoin the racecourse to the south-east are located off Ken Browne Drive.  
Properties on the eastern side of Ken Browne Drive include commercial offices and the property on the 
western side of Ken Browne contains the Forest Lake Gardens Retirement Village, which includes apartments 
and villa units fronting onto the racetrack. The Bupa Foxbridge Retirement Village is located south of the 
racecourse (i.e. further west along Minogue Drive). 
 

Subject 
Site 

Te Rapa 
Racecourse 

Signature 
Homes 

Forest Lake Gardens 
Retirement Complex 

Consented 
Childcare Facility 
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3.2.1 Consented Activity 
 
A resource consent was recently granted to WRCI for the establishment of a childcare facility at #4-6 Sir 
Tristram Avenue. The site is consented for a childcare business, a small office, a workshop area and a 45-
space car park. The childcare facility is consented to accommodate 120 children and 24 employees. The 
facility is now constructed and operational. 
 
The childcare consent application ITA by Stantec identifies that the development is expected to generate 
between 90 to 176 vehicles per hour (vph) for any given peak hour. The ITA recommended safety 
improvement works to the Te Rapa Road / Sir Tristram Avenue intersection to mitigate the potential effects 
of the development. The approved changes are further discussed in 7.7.1. 
 
As outlined in more detail in the AEE, the land is currently zoned Major Facilities and the District Plan permits 
major events and activities associated with the racecourse as of right. There is no limitation on the frequency 
or number of those events. They could generate significantly more traffic than the proposed plan change. 
�d�Z�]�•�� ���Œ�����š���•�� ���� �Z�‰���Œ�u�]�š�š������ �����•���o�]�v���[�� ���P���]�v�•�š�� �Á�Z�]���Z�� �š�Œ���(�(�]���� ���(�(�����š�•�� �u���Ç�� ������ ���•�•���•�•�����X�� �,�}�Á���À���Œ�U�� �P�]�À���v�� �š�Z���Œ���� �]�•��
uncertainty over the nature of those events, they have not been specifically considered in this assessment. 
The current zoning does however mean that this assessment is conservative. 
 
3.3 Existing Road Network 
 
The existing network of roads surrounding the subject site that could potentially be affected by the proposed 
Plan Change are described in this section. 
 
3.3.1 Roads 
 
Te Rapa Road is considered a strategically important road corridor through the area. It is identified as part of 
���}�µ�v���]�o�[�•���^�š�Œ���š���P�]�������v�����^���v�•�]�š�]�À�����d�Œ���v�•�‰�}�Œ�š���E���š�Á�}�Œ�l�����v�����]�•�����o���•�•�]�(�]���������•�������D���i�}�Œ�����Œ�š���Œ�]���o���d�Œ���v�•�‰�}�Œ�š�����}�Œ�Œ�]���}�Œ���]�v��
the District Plan road hierarchy. The estimated AADT volumes along the section of the road between Garnett 
Avenue and Sir Tristram Avenue are 15,600 vpd (northbound) and 13,200 vpd (southbound) based on Mobile 
Road website. This section of Te Rapa Road has a posted speed limit of 60 km/h. 
 
Ken Browne Drive is a two-way road that provides access to Te Rapa Racecourse. It is classified as a Local 
Transport Corridor in the District Plan road hierarchy with a posted speed limit of 50 km/h. The estimated 
AADT volume along Ken Browne Drive is 272 vpd based on Mobile Road website. The road has a sealed width 
of approximately 7.5 m and there is no painted centreline. In addition to providing access to Te Rapa 
Racecourse, Ken Browne Drive provides access to a number of commercial premises which are located on 
the north-eastern side of the road. A footpath connects these premises to Garnett Avenue and the north-
eastern side of the road has a no-parking restriction. The south-western side of Ken Browne Drive generally 
is observed with continuous parked vehicles during weekday work hours, most likely associated with the 
commercial premises on the northeast side of Ken Browne Drive. 
 
Sir Tristram Avenue is a tree-lined, local two-way road which connects Te Rapa Road to Te Rapa Racecourse. 
The road has gated access at its western terminus and primarily services the racecourse. Sir Tristram Avenue 
is identified as a Local Transport Corridor in the District Plan road hierarchy with a posted speed limit of 50 
km/h. The estimated Annual Average Daily Traffic (AADT) volume along this road is 388 vehicles per day (vpd) 
based on information obtained from Mobile Road website. The road has an approximately 7.4 m sealed 
carriageway but no centreline markings. On the southern side of the road there is a 5.8 m wide grass berm 
which is planted with mature trees. On the northern side of the road, a 1.5 m wide footpath that begins 6.5 
m west of the vehicle access to 2 Sir Tristram Avenue / 471 Te Rapa Road and terminates outside the western 
boundary for 8 Sir Tristram Avenue. 
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Garnett Avenue is a two-way, two-lane road with approximately 3.3 m lane widths and 1.3 m sealed 
shoulders. It is classified as a Local Transport Corridor in the District Plan road hierarchy with a posted speed 
limit of 50 km/h. Garnett Avenue (the south-western arm of the Te Rapa Road / Garnett Avenue / Vardon 
Road signalised intersection) has an estimated AADT volume of 5,600 vpd based on Mobile Road website. 
 
3.3.2 Intersections 
 
The Te Rapa Road / Garnett Avenue / Vardon Road intersection is a signalised intersection with all approaches 
having two or more lanes. Pedestrian crossing is permitted on all approaches except on the north-western 
Te Rapa Road approach. Figure 2 illustrates the existing intersection layout. 
 
The Te Rapa Road / Sir Tristram Avenue intersection is a large give way controlle�����Z�d�[���]�v�š���Œ�•�����š�]�}�v���Á�]�š�Z���d����
Rapa Road being the main road and Sir Tristram Avenue being the minor side road. The intersection is 
complicated by the presence of Northbound service lanes on the west side of Te Rapa Road. The terminology 
used in Figure 2, Figure 3 and Figure 4 will be consistent throughout this report. 
 
The intersection of Ken Browne Drive with Garnett Avenue and Minogue Drive is controlled by a roundabout. 
The roundabout is four-legged and has one circulating lane. Each leg has a single approach lane and a single 
departure lane. The intersection is illustrated in Figure 4. 
 

 
Figure 2: Te Rapa Road / Garnett Avenue / Vardon Road Signalised Intersection 
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Figure 3: Te Rapa Road / Sir Tristram Avenue Intersection 
 

 
Figure 4: Ken Browne Drive / Garnett Avenue / Minogue Drive Roundabout 
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3.3.3 Accesses 
 
There are currently three accesses to Te Rapa Racecourse via Ken Browne Drive, Sir Tristram Avenue and 
Mainstreet Place. 
 
Ken Browne Drive is the southern access to the subject site and the primary access for non- racing club visitors 
to enter the site. The existing access into the racecourse site from Ken Browne Drive is sealed, initially to a 
width of 7.5 m before narrowing to approximately 5.5 m. Figure 5 shows the existing Ken Browne Drive 
access. 
 

 
Figure 5: Existing Ken Browne Drive Access 
 
The racecourse site can also be accessed via Sir Tristram Avenue, with an access gate located at the western 
terminus of the road. Horse floats and members enter from Sir Tristram Avenue. The site access is sealed to 
a variable width of between 8.0 m and 8.5 m. Vehicle access via Sir Tristram Avenue is usually gated except 
during race days. Figure 6 illustrates the existing Sir Tristram Avenue access. 
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Figure 6: Existing Sir Tristram Avenue Access 
 
�d�Z�����Œ���������}�µ�Œ�•�����•�]�š�����Z���•�����‰�‰�Œ�}�Æ�]�u���š���o�Ç���í�î�ì���u���(�Œ�}�v�š���P�����š�}���D���]�v�•�š�Œ�����š���W�o���������Á�Z�]���Z���]�•���•���š�����•�]���������•���Z�Œ�}�������š�}���À���•t�[��
(in the Council). The road to vest has been formed and sealed to a 7 m wide standard with kerb and channel 
edges. The road to vest is a continuation of Mainstreet Place, extending from the southern part of the cul-
de-sac. This access is proposed to be closed as part of the proposed Plan Change. Figure 7 shows the existing 
Mainstreet Place access. 
 

 
Figure 7: Existing Mainstreet Place Access 
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3.4 Existing Transport Modes 
 
3.4.1 Public Transport 
 
The locality is well served by public transport (PT) with bus stops being located on Garnett Avenue outside 
the Te Rapa shops and along Te Rapa Road (nearer to Sir Tristram Avenue intersection). Access to public 
transport is recommended to be within 600 m of walking distance as per the Waikato Regional Public 
Transport Plan 2018 �t 2028. The approximate existing walking distances from the subject site to the nearest 
bus stops are presented in the figure below and they are all within the maximum requirement. 
 

 
Figure 8: Approximate Existing Walking Distances to Nearest Bus Stops 
 
The Garnett Avenue pair of bus stops are currently served by a single public service, 18 Te Rapa. This service 
travels between the Hamilton Transport Centre and The Base. It operates at 30-minute intervals during 
weekday commuter peaks. 

Subject 
Site 
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There is an existing footpath on the eastern side of Ken Browne Drive which begins from the access to 11 Ken 
Browne Drive and continues through Garnett Avenue to provide connection to the bus stops. 
 
The pair of bus stops on Te Rapa, closest to the subject site, are located opposite the Te Rapa Road / Sir 
Tristram Avenue intersection on the eastern side of Te Rapa Road, and approximately 20 m north of Fairview 
�D�}�š�}�Œ�•�[�� ���������•�•�� �}�v�� �š�Z���� �Á���•�š���Œ�v�� �•�]������ �}�(�� �d���� �Z���‰���� �Z�}�����X��These bus stops are currently served by the Comet 
route and the 21 Northern Connector.  
 
Bus stops along the Comet route are served every 15 minutes between the Hospital and The Base via the 
Hamilton Transport Centre between 6.30 a.m. to 7.00 p.m. during weekday commuter peaks and half hourly 
on evenings and weekends. Comet buses also service the Mahoe and Glenview areas. The 21 Northern 
Connector is a regional service that provides service from the Hamilton Transport Centre to Huntly, Te 
Kauwhata and Pukekohe via The Base. The weekday services are provided every 35 minutes outside of the 
two-weekday commuter peak periods. More frequent services are provided during the weekday commuter 
peak periods. 
 
There are no footpaths connecting to these bus stops, with passengers being required to walk north along 
the service lane to access the bus stop near Fairview Motors. To access the bus stop on the opposite side of 
Te Rapa Road, passengers must walk south along the service lane to the signalised crossing at Te Rapa Road 
/  Home Straight intersection, to cross the road and walk north again along the footpath to the bus stop. 
 
3.4.2 Walking and Cycling 
 
Ken Browne Drive includes a 2 m wide pedestrian footpath for approximately 125 m from Garnett Ave, set 
back from the north-eastern boundary of the carriageway. There is no footpath on the southwest side of the 
road. There are no cycle lanes on Ken Browne Drive, but it is a low-speed local road environment, so cyclists 
safely share the road space with vehicles. 
 
The Garnett Avenue connector to Te Rapa Road has pedestrian footpaths on both sides of the road. This 
section of Garnett Avenue also has approximately 1.3 m wide cycle lanes in addition to roadside parking bays 
on the outer edges of the carriageway. 
 
The Garnett Avenue connector to Dalgliesh Avenue also has pedestrian footpaths and cycle lanes on both 
sides of the road. Roadside parking is variously provided throughout this section, either as part of the formed 
carriageway, or as recessed parking bays. 
 
Minogue Drive has a 1.8 m wide pedestrian footpath on the northern side of the road providing connections 
to the retirement villages. There are no cyclist facilities on Minogue Drive. 
 
Sir Tristram Avenue has a 1.5 m wide pedestrian footpath set back from the northern boundary of the road 
but has no footpath on the southern side of the carriageway. No cycling lanes are present along Sir Tristram 
Avenue. 
 
Te Rapa Road, the section between Garnett Avenue and Sir Tristram Avenue, has a pedestrian footpath on 
the eastern side of Te Rapa Road and 1.2 m to 1.5 m wide on-road cycle lanes on both sides of the road. 
 
3.5 Existing Traffic Volumes 
 
The traffic volumes that were incorporated in the ITA that was initially submitted (May 2018) to Council were 
based on intersection count surveys undertaken in October 2017. Therefore, for the purpose of this 
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assessment, intersection count surveys were undertaken again to ensure traffic volumes are adequately up-
to-date and can sufficiently support the analysis carried out in this report. 
 
3.5.1 Intersection Volumes 
 
SCATS count information was obtained from Council for the month of May 2021 to determine the peak hour 
traffic volumes at the Te Rapa Road / Garnett Avenue / Vardon Road signalised intersection. Figure 9 and 
Figure 10 provide a summary of the average approach and exit hourly flows at the intersection for the 
weekday AM and weekday PM peak periods respectively. 
 

 
Figure 9: Existing Weekday AM Peak Hour Volumes at Te Rapa Road / Garnett Avenue / Vardon Road 
Intersection 
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Figure 10: Existing Weekday PM Peak Hour Volumes at Te Rapa Road / Garnett Avenue / Vardon Road 
Intersection 
 
Intersection count surveys were undertaken on the 7th and 8th of July 2021 to determine the peak hour traffic 
volumes at the Ken Browne Drive / Garnett Avenue / Minogue Drive roundabout and the Te Rapa Road / Sir 
Tristram Avenue intersection. Figure 11 to Figure 14 provide a summary of the 2021 turning movement 
counts at these intersections for the weekday AM and PM peak periods. 
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Figure 11: Existing Weekday AM Peak Hour Volumes at Ken Browne Drive / Garnett Avenue / Minogue 
Drive Roundabout 
 

 
Figure 12: Existing Weekday AM Peak Hour Volumes at Ken Browne Drive / Garnett Avenue / Minogue 
Drive Roundabout 
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Figure 13: Existing Weekday AM Peak Hour Volumes at Te Rapa Road / Sir Tristram Avenue Intersection 
 

 
Figure 14: Existing Weekday PM Peak Hour Volumes at Te Rapa Road / Sir Tristram Avenue Intersection 
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3.5.2 Observed Traffic Patterns 
 
The following observations were made from the SCATS and intersection count survey data related to traffic 
characteristics of the three intersections: 
 

�x The busiest flows at the Te Rapa Road / Garnett Avenue / Vardon Road intersection are along Te 
Rapa Road with a large volume of vehicles travelling north during the AM peak period and in the 
opposite direction during the PM peak period.  

�x The heaviest flows at the Ken Browne Drive / Garnett Avenue / Minogue Drive roundabout are 
between the two Garnett Avenue legs with a larger percentage of vehicles travelling from the south-
eastern approach to the north-eastern approach. 

�x The busiest flows at the Te Rapa Road / Sir Tristram Avenue intersection are along Te Rapa Road with 
the southbound traffic flows heavier than the northbound. A popular traffic movement at this 
intersection is the U-turning vehicles travelling southbound on Te Rapa Road. These vehicles initially 
appear to be turning right into Sir Tristram Avenue but instead end up either U-turning onto Te Rapa 
Road or U turning across the front of Sir Tristram Avenue and into the Service Lane past Fairview 
Motors. However, it is noted that the southbound U-turning movement on Te Rapa Road is currently 
banned as per The Hamilton Traffic Bylaw 2015. 

 
3.5.3 Race Day Volumes 
 
It is also important to analyse the effects on the Ken Browne Drive / Garnett Avenue / Minogue Drive 
roundabout and Te Rapa Road / Sir Tristram Avenue intersection during a race day to understand the increase 
in traffic volumes as well as the directional split of vehicles visiting the racecourse.  
 
Intersection count surveys were undertaken on the 14th of August 2021 between 11.30 a.m. to 1.00 p.m. and 
4.30 p.m. to 6.00 p.m. to determine the mid-day and evening peak hour traffic volumes at the identified 
intersections. Figure 15 to Figure 18 provide a summary of the 2021 race day turning movement counts 
during peak periods. 
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Figure 15: Race Day Midday Peak Hour Volumes at Ken Browne Drive / Garnett Avenue / Minogue Drive 
Roundabout 

 
Figure 16: Existing Race Day PM Peak Hour Volumes at Ken Browne Drive / Garnett Avenue / Minogue 
Drive Roundabout 
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Figure 17: Existing Race Day Midday Peak Hour Volumes at Te Rapa Road / Sir Tristram Avenue Intersection 
 

 
Figure 18: Existing Race Day PM Peak Hour Volumes at Te Rapa Road / Sir Tristram Avenue Intersection 
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3.6 Crash History 
 
���Œ���•�Z�������š�����Á���•���•�}�µ�Œ���������(�Œ�}�u���š�Z�����t���l�����<�}�š���Z�]���E�•���d�Œ���v�•�‰�}�Œ�š�����P���v���Ç�[�•�����Œ���•�Z�����v���o�Ç�•�]�•���^�Ç�•�š���u���~�����^�•���}�À���Œ������five-
year period from 2017 to 2021, including available data for 2022. The study area includes all crashes along 
Ken Browne Drive and Sir Tristram Avenue, and the key intersections identified in the preceding sections. 
 
Table No: 2 

Crash History 2017 - 2021 

Location Total 
Crashes 

Crash Severity 
Comments 

Death Serious Minor Non-injury 
Ken Browne Dr 0 0 0 0 0 No crashes reported. 
Sir Tristram Ave 0 0 0 0 0 No crashes reported 
Te Rapa Rd / 
Garnett Ave / 
Vardon Rd 
intersection 

14 0 0 1 13 

Rear-end collisions were the 
most common crash type with 
drivers failing to stop or slow 
down for signals. This is a 
common type of crash at 
signalised intersections. 
The minor injury crash involved a 
turning vehicle onto Te Rapa 
Road failing to give way to a 
through moving vehicle.  

Ken Browne Dr / 
Garnett Ave / 
Minogue Dr 
roundabout 

1 0 0 0 1 
Involved a driver intentionally 
crashing into another vehicle for 
unknown reason. 

Te Rapa Rd / Sir 
Tristram Ave 
intersection 3 0 0 1 2 

The minor injury involved a rear-
end collision when a vehicle 
travelling northbound on Te Rapa 
Rd failed to stop or slow down 
for the queue ahead. 

 
As shown in Table 2, the access roads (i.e. Ken Browne Drive and Sir Tristram Avenue) to the subject site do 
not appear to have any underlying road safety concerns. As for the Te Rapa Road / Garnett Avenue / Vardon 
Road intersection, the crash pattern observed is typical for a signalised intersection. Moreover, the crashes 
are ���š�š�Œ�]���µ�š�������u�}�•�š�o�Ç���š�}�����Œ�]�À���Œ�•�[���v���P�o�]�P���v�����X 
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4. Proposed Plan Change 
 
4.1 Proposal Overview 
 
The proposed Te Rapa Medium Density Residential Zone provides the opportunity to develop a residential 
development adjacent to the Te Rapa Racecourse.  The site location is convenient for accessing the Hamilton 
Central Business District, The Base shopping centre, other commercial services in Te Rapa and local amenities 
such as Minogue Park and the Waterworld swimming pool complex, either by car, public transport and 
walking or cycling. 
 
The proposed residential development area is approximately 6.48 ha.  The concept master plan (the concept 
plan) indicates that the likely yield is approximately 200 residential dwellings based on a mix of single 
dwellings, townhouses and apartments. While these dwellings are located close to the racecourse and may 
have a degree of interaction with it, the future occupiers may not have any direct connection to, or affiliation 
with the Te Rapa Racecourse. 
 
The concept development plan for the site is illustrated in Figure 19 and also attached as Appendix A. 
 
The proposed residential block and internal road layout generally provide active street frontages (i.e. public 
roads) and private rear-lanes. Active street frontages facilitate passive surveillance of public spaces and 
streets. As higher density housing is being sought within the plan change site, rear-lanes have been 
incorporated into the design. These rear-lanes help to avoid vehicle crossings, driveways and garages visually 
dominating streets and otherwise creating hazards for pedestrians and cyclists.  
 
From a transportation perspective, the critical elements of the proposed rezoning are the roading 
connections proposed to the north and south of the subject site. The internal road will connect to Sir Tristram 
Avenue to the north and the southern access aligns with Ken Browne Drive. The transportation and traffic 
effects of this proposal are considered and discussed in the following sections of this report. 
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Figure 19: Proposed Concept Plan 
 
4.2 Accesses 
 
Access to the Plan Change area has been proposed via the existing access to the racecourse at Ken Browne 
Drive and a new access intersection at Sir Tristram Avenue approximately 90 m southwest of the Te Rapa 
Road / Sir Tristram Avenue intersection. 
 
The daily and peak hour traffic volume using Ken Browne Drive and Sir Tristram Avenue will increase from 
present levels with the introduction of the proposed residential development. The effects of this increase on 
these local transport corridors and the intersection connections to the wider network are assessed in Section 
7.5 of this report. 
 
Although no staging plan exists for development of the area, for the purposes of this assessment, it is 
assumed that the Ken Browne Drive access will be the primary access (i.e. to be provided from the initial 
development stage) while the Sir Tristram Avenue access is a secondary access that may or may not be 
created at the same time as the Ken Browne Drive access. The location of Sir Tristram Avenue access is 
indicative at this stage and will be confirmed during detailed design, ensuring that there is minimal impact 
�}�v���^�E�}�š�����o�����d�Œ�����•�_�X   
 
4.3 Internal Road Cross- Section 
 
The internal road network is expected to be developed in such a way that the design will reflect a low volume 
and low speed environment. This is intended to also discourage rat-running traffic from utilising the 
�����À���o�}�‰�u���v�š�[�•���]�v�š���Œ�v���o���Œ�}�������v���š�Á�}�Œ�l���š�}�����}�v�v�����š���(�Œ�}�u���'���Œ�v���š�š�����À���v�µ�����š�}���d�����Z���‰�����Z�}�������Á�Z�]�o�������À�}�]���]�v�P���š�Z����
Te Rapa Road / Garnett Avenue / Vardon Road signalised intersection. General design principles that could 
be applied to support a safe and attractive environment for all road users include: 
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�x Intersections within the local road network should provide a smaller radius to support a low-speed 

environment. 

�x Narrowing carriageways at certain sections and side friction from the on-street parking and 
residential vehicle crossings will encourage drivers to slow down. 

�x Mini or compact roundabouts at crossroads intersection to both reduce vehicle speeds and reduce 
the number of conflict points. 

�x Shared spaces force all road users to share the street, increasing awareness and reducing vehicle 
speeds. 

�x Ensuring that Crime Prevention Through Environmental Design (CPTED) principles are developed to 
increase safety for all road users. 

 
4.3.1 Local Road 
 
As a low trafficked roading connection that primarily provides an access function between the proposed 
residential development and the arterial road network (i.e. Te Rapa Road), the internal roading network 
would best align �Á�]�š�Z���š�Z�������]�•�š�Œ�]���š���W�o���v�[�•�������(�]�v�]�š�]�}�v���}�(�������Z�o�}�����o���Œo�����[. The District Plan Appendix 15 Table 15-
6aii requires a Local Transport Corridor to have minimum road reserve width of 20.0 m with a 6.0 m 
carriageway width. The road reserve should also comprise of 2.0 m wide recessed parking bays and 1.5 m 
wide footpaths on both sides of the carriageway. 
 
The proposed internal roads will be designed and constructed to a minimum road reserve width of 16.0 m 
with a carriageway width of 6.0 m as shown in Figure 20 and Figure 21. The roads will have at least 1.8 m 
wide footpaths on both sides of the carriageway. Recessed parking bays will not be provided along the entire 
length of the internal road. However, pockets of recessed parallel parking bays will be provided at certain 
sections of the road to accommodate visitor parking. The reduced road reserve width is considered 
acceptable in this case, as: 
 

�x The proposed development has strong walking and cycling connections to the adjoining road 
network. 

�x Occupiers�[ vehicles will be parked within their respective lots. 
 

 
Figure 20: Typical Cross Section �t 16 m Local Road with On-street Parking 
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Figure 21: Typical Cross Section �t 16 m Local Road without On-street Parking 
 
4.3.2 Private Rear-Lanes 
 
The 8 m wide roads shown in the concept plan are private rear-lanes with a minimum carriageway width of 
5.5 m as shown in Figure 22. These service lanes mainly provide access to parking or garages. As illustrated 
in the concept plan, these rear-lanes create crossroads intersection with the local roads. This increases the 
number of conflict points and hence increases the risk of crashes. This assessment recommends that a 
median barrier with pedestrian and bicycle through route could be installed as shown in Figure 23. This would 
eliminate the right turns into and out from the service lanes, hence reducing the turning movement volumes 
(and conflict points) at the intersection. 
 

 
Figure 22: Typical Cross Section �t 8 m Private Lane 
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Figure 23: Median Barrier with Pedestrian and Bicycle Through Route 
 
Detailed design of internal roads and other such transport infrastructure within the subject site will be carried 
out at subsequent consent application stages of the development project. 
 
4.4 Walking and Cycling Provision 
 
The attractiveness of walking and cycling for local trips is reliant on the accessibility of safe and convenient 
connections in and between the existing and proposed urban networks. 
 
Pedestrian routes via footpaths alongside all new internal roads will be created through the subject site and 
connect to Ken Browne Drive and Sir Tristram Avenue. The subject site is already well served by bus routes 
that stop on Te Rapa Road and Garnett Avenue. Strong pedestrian connection to the bus stops on Te Rapa 
Road has also been proposed as part of the rezoning proposal. These connections are discussed in Section 
7.5.  
 
No cycle paths are proposed on Ken Browne Drive, Sir Tristram Avenue, or the proposed internal roads. In 
accordance with the District Plan guidance for Local Transport Corridors, cyclists can be safely accommodated 
sharing the road space with vehicles. The low-speed environment (30 - 40 km/h) that is proposed within the 
subject site allows vehicles and cyclists to safely share the lanes. The combination of traffic calming measures 
and side friction from on-street parking will reinforce the low-speed environment as is appropriate for 
residential streets.  
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5. Trip Generation 
 
5.1 Baseline 
 
As stated earlier, the consented childcare facility on Sir Tristram Avenue forms part of the permitted baseline 
along with any effects mitigation requirements of that consent.  The trip generation predicted for the 
consented childcare facility was obtained from the ITA prepared by Stantec. The ITA predicted a total trip 
generation of 176 trips per peak hour for the childcare development.  
 
5.2 Proposed Plan Change 
 
The proposed rezoning is anticipated to yield a residential development with capacity for approximately 200 
units, comprising a combination of apartments, townhouses and detached dwellings. 
 
Trip generation data has been sourced from the NZTA Research Report 453 �t Trips and parking related to 
land use (Report 453) and the RTA Guide to Traffic Generating Developments (RTA Guide). Report 453 states 
that the 50th �‰���Œ�����v�š�]�o�����š�Œ�]�‰���P���v���Œ���š�]�}�v���Œ���š�����(�}�Œ�����v���^�]�v�v���Œ���•�µ���µ�Œ�����v�_���Œ���•�]�����v�š�]���o�����Á���o�o�]�v�P���]�•���õ�X�ñ���š�Œ�]�‰�•���‰���Œ�������Ç��
per dwelling and approximately 1.1 trips per peak hour per dwelling. The RTA Guide indicates that the trip 
generation rate for smaller apartment units (i.e. up to two bedrooms) is approximately 0.5 trips per peak 
hour per unit while the trip generation rate for larger apartment units / townhouses (i.e. three or more 
bedrooms) is approximately 0.65 trips per peak hour per unit. 
 
On that basis, the following trip rates were adopted for this assessment considering the assumptions about 
the mix of units: 
 
Table No: 3 

Trip Generation Rates 

Type of 
Residential 
Unit 

Quantity 
(units) 

Source Trips per day 
per unit 

Total trips 
per day 

Trips per 
peak hour 
per unit 

Total trips 
per peak 
hour 

Apartment 
(up to two 
bedrooms) 

55 RTA Guide 5  275 0.5 28 

Townhouse 
(three or 
more 
bedrooms) 

55 RTA Guide 6.5 358 0.65 36 

Detached 
dwelling 

90 Report 453 9.5 855 1.1 99 

Total 200  - 1,488 - 163 
 
It is anticipated that the proposed residential development will generate approximately 1,500 trips per day 
and 160 trips per peak hour. 
 
It is to be noted that the predicted trip generation is based on a mix of residential dwelling types (i.e. 
detached dwelling, apartment units and townhouses). Therefore, it is recommended that if the proposed 
residential yield is increased to more than 90 detached dwellings during subdivision consent stages, then the 
trip generation assessment will have to be undertaken again to understand the changes to the total trip 
generation of the proposed development and the effects on the adjoining road network in the form of a 
simple ITA.   
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6. Trip Distribution 
 
Access to the proposed Plan Change area is from locations to the south via Ken Browne Drive and from the 
north via Sir Tristram Avenue. Therefore, trips with an origin or destination in the city centre or south, east 
and west of the site are likely to do so via either the Te Rapa Road / Garnett Avenue / Vardon Road 
intersection, or via the Te Rapa Road / Storey Avenue intersection and then the roundabout at Ken Browne 
Drive. Trips north of the site, particularly Te Rapa Industrial area and The Base or the northeast of Hamilton 
(Rototuna area) can access via the Te Rapa Road / Sir Tristram Avenue intersection. 
 
With reference to the ITE publication and RTA guide, it is reasonable to assume for the AM peak period that 
25% of generated trips are attracted to the proposed residential development while the remaining 75% 
depart the site. During the PM peak period, around 65% of the trips generated are inbound to the site while 
the remaining 35% are departing. 
 
For the purposes of this assessment, the peak hour directional split for the proposed development trips has 
been based on the turning movement percentages of traffic from Vardon Road. The area surrounding Vardon 
Road is residential and therefore provides a reasonable proxy to anticipate the direction of future 
movements from the proposed residential development. 
 
On this basis, it is expected during the AM peak hour that: 
 

�x Approximately 34% of the traffic generated by the proposed residential development exiting the site 
will turn left from Ken Browne Drive to Garnett Avenue and subsequently turn right at Te Rapa Road 
to head towards the city centre.  

�x Approximately 13% of the additional traffic will proceed straight through from Ken Browne Drive to 
Garnett Avenue to access the Forest Lake and Maeroa suburbs en route to the city centre or Hamilton 
West.  

�x 28% of the imposed traffic will exit via Sir Tristram Avenue and then make a left turn towards Te Rapa 
Road (North). 

 
During the PM peak hour, the survey data suggests that: 
 

�x About 33% of the traffic generated by the proposed residential development entering the site will 
turn left from Te Rapa Road (South) onto Garnett Avenue and then make a right turn onto Ken 
Browne Drive to return home after work hours.  

�x 18% of the additional traffic will drive straight through to Ken Browne Drive from Garnett Avenue. 

�x Approximately 14% of the imposed traffic will turn right from Te Rapa Road (North) to Sir Tristram 
Avenue and eventually turn left into the new local access road. 

 
Figure 24 and Figure 25 illustrate the trip distribution patterns in percentages during the peak periods. Figure 
26 and Figure 27 demonstrate the �‰�Œ�}�‰�}�•�������Œ���•�]�����v�š�]���o�������À���o�}�‰�u���v�š�[�•�����•�•�µ�u�������‰�����l���Z�}�µ�Œ���À�}�o�µ�u�����•�‰�o�]�š�X 
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Figure 24: Weekday AM Peak Hour Trip Distribution (%) 
 

 
Figure 25: Weekday PM Peak Hour Trip Distribution (%) 
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Figure 26: Weekday AM Peak Hour Trip Distribution (vph) 
 

 
Figure 27: Weekday PM Peak Hour Trip Distribution (vph) 
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6.1 Racecourse Race Days 
 
The Vardon Road traffic flows for Saturday at the Te Rapa Road signalised intersection are again deemed to 
be a reasonable proxy for residential traffic volume patterns at the site while racing events are being held at 
the adjacent racecourse. On this basis, during a typical race day approximately 70% of the trips generated by 
the proposed residential development during the mid-day peak hour will enter the site while 30% will depart. 
During the evening peak period, approximately 40% of the trips generated by the proposed residential 
development will head out of the site and the remaining 60% will be entering the site.  
 
From the SCATS information obtained from Council, the mid-day peak hour turning movement percentages 
at Te Rapa Road are likely to be: 
 

�x Approximately 15% of development generated traffic exiting the site will turn left from Ken Browne 
Drive to Garnett Avenue and subsequently turn right at Te Rapa Road to head towards the city centre.  

�x Approximately 6% will proceed straight through from Ken Browne Drive to Garnett Avenue to access 
the Forest Lake and Maeroa suburbs en route to the city centre or Hamilton West.  

�x 9% of the imposed traffic will exit via Sir Tristram Avenue and then make a left turn towards Te Rapa 
Road (North). 

 
During the PM peak hour, the SCATS data suggests that: 
 

�x About 31% of the traffic generated by the proposed residential development entering the site will 
turn left from Te Rapa Road (South) onto Garnett Avenue and then make a right turn onto Ken 
Browne Drive to return home after office hours.  

�x 19% of the additional traffic will drive straight through to Ken Browne Drive from Garnett Avenue. 

�x Approximately 10% of the imposed traffic will turn right from Te Rapa Road (North) to Sir Tristram 
Avenue and eventually turn left into the new local access road. 

 
Figure 28 and Figure 29 illustrate the trip distribution patterns in percentages during race day peak periods.  
Figure 30 and Figure 31 �����u�}�v�•�š�Œ���š�����š�Z�����‰�Œ�}�‰�}�•�������Œ���•�]�����v�š�]���o�������À���o�}�‰�u���v�š�[�•�����•�•�µ�u�������‰�����l���Z�}�µ�Œ���À�}�o�µ�u����
split. 
 
The above-mentioned trip distribution patterns on a Saturday are relatively conservative and illustrate the 
worst-case scenario, considering that there will be a good percentage of residents who choose to stay in at 
home or even proceed to the Racecourse (i.e. no external trips) on a Saturday. 
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Figure 28: Race Day Mid-day Peak Hour Trip Distribution (%) 
 

 
Figure 29: Race Day PM Peak Hour Trip Distribution (%) 
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Figure 30: Race Day Mid-day Peak Hour Trip Distribution (vph) 
 

 
Figure 31: Race Day PM Peak Hour Trip Distribution (vph) 
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7. Assessment of Transportation Effects 
 
7.1 Separation Distance 
 
The District Plan Rule 25.14.4.1 (a)(i) requires a minimum separation of less than 2 m or more than 7.5 m 
between vehicle crossings on the same side of the road on a 50 km/h posted speed limit transport corridor. 
Access to individual allotments will be provided via the rear-lanes which do fulfil the minimum requirement. 
However, if the access arrangement to individual allotments were to change as part of future resource 
consents, the proposed development is expected to comply with the rule. 
 
The District Plan Rule 25.14.4.1 (c) specifies a minimum separation distance of 15 m from a proposed vehicle 
crossing to the nearest intersection. The nearest third-party access on Ken Browne Drive (i.e. 15 Ken Browne 
Drive) is located approximately 75 m south-east of the proposed access intersection to the plan change area. 
The nearest vehicle crossing to the proposed access intersection at Sir Tristram Avenue would be that of the 
consented childcare facility at 4 �t 6 Sir Tristram Avenue which is approximately 36 m away.  
 
The Regional Infrastructure Technical Specification (RITS) specifies a minimum intersection spacing of 30 m 
on local roads. This is readily achieved by the separation distances of approximately 195 m to the Ken Browne 
Drive / Garnett Avenue / Minogue Drive roundabout and approximately 90 m to the Te Rapa Road / Sir 
Tristram Avenue intersection. Intersections within the proposed development is also expected to comply 
with this requirement. 
 
7.2 Sight Distances 
 
The District Plan Rule 25.14.4.1 (e) specifies a minimum sight distance of 60 m from vehicle crossings on a 50 
km/h posted speed limit transport corridor. As a new residential development this can be achieved through 
the design. The Applicant should ensure that minimum sight distance required by the District Plan is complied 
with for the proposed rear-lanes with no physical structures (e.g. trees, services infrastructure or 
embankments) obstructing the required sight lines. 
 
Austroads Guide to Road Design Part 4A �t Unsignalised and Signalised Intersections requires the minimum 
safe intersection sight distance (SISD) to be approximately 97 m for a design speed of 50 km/h. The proposed 
access intersection on Sir Tristram Avenue will comply with the minimum SISD towards the Te Rapa Road / 
Sir Tristram Avenue intersection. 
 
7.3 Rear-Lane Vehicle Crossings 
 
This assessment recommends that all rear-lane vehicle crossings be formed in accordance with the RITS 
Section 3.3.19.3 and Drawing D3.3.1 residential standard crossing. 
 
7.4 Parking Generation 
 
The National Policy Statement on Urban Development 2020 required the removal of minimum on-site parking 
requirements from the District Plan, with the exception to accessible car park spaces, loading and bicycle 
parking. It did not restrict on-site car park spaces being provided as a choice by the developer.  The number 
of parking spaces to be provided will be determined at the detailed design stage of the development. 
 
However, approximately 14 cycle spaces will have to be provided as per District Plan requirement for 
apartment units. 
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As for the racecourse, a parking area has been identified to the west of the proposed stormwater wetland. 
This area is relatively larger than the parking area that is currently available on-site. Hence, the proposed 
rezoning and the residential development will not affect the parking capacity of the racecourse.  The land to 
the north of the racetrack has been identified as a location for horse truck parking in the concept plan. This 
land will also be used for overflow public parking on race days. 
 
7.5 Access Road Cross-Section 
 
Access to the plan change site has been proposed via the existing access to the racecourse at Ken Browne 
Drive and a new access at Sir Tristram Avenue approximately 90 m southwest of the Te Rapa Road / Sir 
Tristram Avenue intersection. Development of the site will inevitably increase traffic flows on both these 
roads. The District Plan requires local roads serving residential land use to have a minimum carriageway width 
of 6.0 m. It also requires the roads to have recessed parallel parking bays and 1.5 m wide footpaths on both 
sides of the carriageway. 
 
7.5.1 Ken Browne Drive Access 
 
Ken Browne Drive is currently sealed to a width of approximately 7.5 m. To accommodate the increased 
traffic volume on Ken Browne Drive due to the proposed Plan Change, it is recommended that a no-parking 
restriction is introduced along the southwest side (northbound lane) of the road.  
 
Currently, the north-eastern side of the road has a no-parking restriction, and this should be replicated on 
the south-western side.  The parked demand appears to be associated with workers from the commercial 
premises that have access from Ken Browne Drive despite the substantial amount of off-street parking that 
is provided on those sites. The long line of parked vehicles reduces the effective carriageway width, and 
although this does not cause problems at present as the Racecourse is not generating much traffic on 
weekdays, it may cause safety issues in future with the proposed increase in traffic from the proposed 
residential development. 
 
As sufficient off-street parking is provided at the commercial premises, this assessment considers that 
widening the road to introduce recessed parallel parking bays on either side of the carriageway is not 
desirable.  
 
A footpath currently connects the commercial premises to Garnett Avenue on the north-eastern side of Ken 
Browne Drive. A recommendation of this report is that the footpath be extended 75 m to the proposed access 
to the Plan Change area and be connected to the residential development footpaths. Initial investigations 
indicate that the footpath can be aligned and designed in such a manner that no tree removal is required. 
The berm width narrows towards the northern end of Ken Browne Drive with a steep slope towards the east. 
However, a 1.5 m wide footpath can still be accommodated between the kerb and tree as shown in Figure 
32. Due to the presence of tree roots, it is recommended that the footpath be constructed as a boardwalk 
similar to that installed along Te Rapa Road (northbound) adjacent to The Base (refer to Figure 33). This 
assessment finds that footpath on the south-western side of the carriageway is of little benefit as there are 
no direct property accesses on this side of the road. 
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Figure 32: Proposed Footpath Extension on Ken Browne Drive 
 

 
Figure 33: Existing Boardwalk adjacent to The Base 

1.5m 

2.9m 2.1m 
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7.5.2 Sir Tristram Avenue Access 
 
Sir Tristram Avenue has an approximately 7.4 m sealed carriageway with a pedestrian footpath set back from 
the northern boundary of the road but has no footpath on the southern side of the carriageway. The existing 
footpath on the northern side of the carriageway is recommended to be extended for approximately 115 m 
running alongside Fairview Motors property and leading to the existing bus stop located 110 m northwest of 
Te Rapa Road / Sir Tristram Avenue intersection. There is sufficient within the existing road reserve to 
accommodate the changes proposed as shown in Figure 34. 
 

 
Figure 34: Typical Sir Tristram Avenue Cross Section with Proposed Changes 
 
However, there is a pinch point along this proposed footpath route (i.e. the south eastern boundary of 
Fairview Motors) at which the existing berm narrows to approximately 2.5 m as shown in Figure 35. 
Therefore, at this location the 1.5 m wide new footpath is recommended to abut the back of kerb. This 
ensures that the Fairview Motors flood light pole is not in the middle of the proposed footpath and hence 
need not be relocated. The existing posted speed limit sign, give way sign, street name sign and street light 
pole will have to be relocated such that they are not positioned in the middle of the proposed footpath. 
Indicative locations of these signs and street light poles are shown in Drawing 144720-00-0007 (Appendix B), 
however the locations can be confirmed during detailed design stage.   
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Figure 35: Signs and Light Poles to be Relocated to Accommodate Footpath 
 
Moreover, a 2.5 m wide shared path is proposed on the southern side of Sir Tristram Avenue from the new 
residential access towards the service lane and leading towards the proposed signalised mid-block crossing 
on Te Rapa Road which will be further discussed in the following section. This provides for a continuous and 
direct path for residents to the bus stop on the opposite side of Te Rapa Road (i.e. 474 Te Rapa Road).  
 
Access to the site on the southern side of Sir Tristram Avenue will require existing trees in the existing median 
to be removed as shown in the Te Rapa Road / Sir Tristram Avenue intersection concept design in Figure 43 
and Appendix B. A landscape plan will be prepared during detailed design stage to identify any trees to be 
removed to accommodate the new access, and any replacement planting required. 
 
Recessed parallel parking bays are not recommended in this case as the only vehicles illegally parked on the 
northern side of the road or on the berms appeared to be associated with Fairview Motors which has a 
considerable amount of parking spaces within its site. The street parking is believed to be a way to advertise 
for sales beyond their boundary. 
 
7.6 Walking and Cycling 
 
Bus stops are located on Te Rapa Road, within walking distance from the site, but not connected to the site 
by footpaths. Appropriate pedestrian connections to bus stops and neighbouring businesses, where residents 
may walk from or to, are recommended to support the proposed Plan Change application. 
 
Sections 7.5.1 and 7.5.2 elaborate on the recommended connections on Ken Browne Drive and Sir Tristram 
Avenue. In addition to these connections, the new shared path on the southern side of Sir Tristram Avenue 
is proposed to be extended along the service lane within WRCI owned land which is currently occupied by 

Give Way sign to be 
relocated outside of 
proposed footpath 

Streetlight to be relocated 
outside of proposed 

footpath 

Fairview Motors flood light 
pole to remain (2m from 

back of kerb) 

Street name sign to be 
relocated outside of the 

proposed footpath 
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Signature Homes. This shared path will lead pedestrians / cyclists to a pedestrian crossing (zebra) on a raised 
safety platform to cross the service lane and connect pedestrians safely from the new path to a new signalised 
mid-block crossing on Te Rapa Road which proceeds to connect to the existing 3 m wide path on the eastern 
side of Te Rapa Road as illustrated in Figure 36 (Drawing 144720-00-0015).  
 

 
Figure 36: Proposed Mid-Block Crossing on Te Rapa Road 
 
The mid-block crossing is proposed as a two-stage signalized crossing on raised safety platforms (RSP). The 
two-stage crossing is necessary due to the number of existing vehicle crossings on the eastern side of Te Rapa 
Road which does not allow for a typical one-stage crossing across Te Rapa Road. The RSP at the crossings 
increase the crossing conspicuity, reduce operating speeds of vehicles on the approaches, and allow for 
seamless (no level change) travel for mobility impaired pedestrians. Kerb extensions are also proposed to 
reduce the crossing distance and increase the visibility for both pedestrians / cyclists and drivers. Cycle on 
and off-ramps are indicated in the concept design above for cyclists to join the on-road cycle lanes (refer to 
Drawings 144720-00-0006 and 144720-00-0015). The introduction of RSP at this location will be subject to a 
Road Safety A�µ���]�š�����v�������}�µ�v���]�o�[�•���������]�•�]�}�v�X 
 
In summary, the proposed mid-block crossing: 
 

�x Allows pedestrians and cyclists to cross multiple vehicle lanes safely. 

�x Helps to direct pedestrians and cyclists to safe crossing locations. 
 
As part of this proposal, the southbound bus stop on Te Rapa Road is also recommended to be relocated to 
reduce the walking distance from the signalized mid-block crossing. Based on consultation with Waikato 
Regional Council (WRC) and Hamilton City Council, it was understood that the existing bus stops at 475 and 
474 Te Rapa Road are under utilised with no safe crossing point between them and that Council is generally 
supportive of relocating the bus stops. The southbound bus stop is proposed to be relocated approximately 
70 m south from its existing location. 
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Overall, with the improvements recommended to pedestrian connections which also provide for improved 
access to public transport, the subject site is considered to achieve reasonable connectivity and accessibility 
for alternative transport modes. The establishment of these connections and traffic calming measures within 
the proposed residential development will ensure that a high standard of pedestrian safety and amenity is 
provided. 
 
7.6.1 Signalisation of Te Rapa Road / Sir Tristram Avenue Intersection 
 
The possibility of signalising Te Rapa Road / Sir Tristram Avenue was also considered as an alternative to the 
provision of a mid-block signalised pedestrian crossing. It was raised by HCC during pre-application 
consultation. This alternative could potentially provide some capacity relief at the Te Rapa Road / Garnett 
Avenue / Vardon Road intersection for right turning traffic from Garnett Avenue to Te Rapa Road (further 
discussed in Section 7.8.2), whilst also providing a safe pedestrian crossing solution over Te Rapa Road to the 
bus stop opposite Sir Tristram Ave. 
 
However, given further review, BBO does not consider that signalising Te Rapa Road / Sir Tristram Avenue 
intersection would be beneficial overall, for the following reasons: 
 

�x Signalisation would provide more capacity and therefore encourage more vehicle-based trips to and 
from Sir Tristram Ave following the Plan Change and residential development (by accommodating 
the right turn movement) as opposed to the proposed safety upgrades that physically prevent the 
right turn movements out of Sir Tristram Avenue as discussed in Section 7.7.3. Restricting access 
through Sir Tristram Ave as proposed will help encourage future residents of the Plan Change area 
to use Public Transport and walking and cycling rather than private vehicle transport. Promoting 
infrastructure solutions that increase safety and accessibility for alternative modes of transport is the 
key to limiting further vehicle-based transport effects on the adjoining road network and 
environment.  Signalising the whole intersection would be counterproductive in this regard. 

�x Integration of the existing service lane with the signalised intersection will be challenging.  

o The service lane could potentially be terminated south of the signalised intersection and a 
new exit onto Te Rapa Road will have to be created as illustrated in Figure 37 (figure does 
not show signalised intersection). The new exit could potentially create weaving issues with 
vehicles exiting the service lane cutting across two traffic lanes and a bicycle lane to get to 
the right turning lane over a short distance. With vehicles travelling northbound on Te Rapa 
Road at approximately 60 km/h, any rear-end, or side impact collisions will result in serious 
and fatal injuries; OR 
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Figure 37: Indicative Service Lane Exit if Sir Tristram Avenue Intersection is Signalised (Sketch) 

o The service lane could be designed to connect to Sir Tristram Avenue approach as shown in 
Figure 38, which is relatively close to the intersection. This might raise safety concerns with 
vehicles exiting the service lane cutting across two traffic lanes to get to the left turning lane 
onto Te Rapa Road. Drivers exiting the service lane will have to be aware of traffic arriving 
from the east (left / right turning vehicles from Te Rapa Road) and west (through / right 
turning vehicles as well as left turning vehicles from Sir Tristram Avenue) which is relatively 
similar to the existing intersection configuration (with the exception of the U-turning 
movement from Te Rapa Road). 
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Figure 38: Indicative Connection of Service Lane to Sir Tristram Avenue (Sketch) 

�x The intersection will need to be a crossroads intersection if signalised due to the existing car park 
access on the opposite side of Te Rapa Road. The width of the car park access is approximately 13.5 
m. Signalising the intersection might result in realignment of Sir Tristram Avenue to align with the 
car park access. With a crossroads intersection, the phasing is expected to increase delays, which 
may or may not affect the adjoining network operation considering there would be three signalised 
intersections in a row within 500 m. 

�x Section 4.5 of the Austroads AP-R556-17 Research �Z���‰�}�Œ�š���^�h�v�����Œ�•�š���v���]�v�P�����v�����/�u�‰�Œ�}�À�]�v�P���^���(�����^�Ç�•�š���u��
�/�v�š���Œ�•�����š�]�}�v�� �W���Œ�(�}�Œ�u���v�����_ discusses the assessment undertaken for Urban Signalised Intersection 
Retrofit Combination Treatment which is considered to be an innovative design concept that is more 
closely aligned with Safe System objectives. The report states that:  
 
� Ĉonventionally, signals are installed at existing intersections to provide access for new traffic, where 
there are operational issues, or to rectify an existing safety problem. Issues relating to pedestrians 
and cyclists may also influence the decision to signalise an intersection (Austroads 2013b). Existing 
signalised intersections are often retrofitted with additional safety treatments when the use of the 
intersection exceeded its original design (e.g. higher AADT, more pedestrians, or cyclists), which 
resulted in increased crash history. Common treatments include phasing changes, red light/speed 
cameras, mast arms and fully controlled right turns (FCRT), or pedestrian fencing. These conventional 
treatments need to be recognised for providing a supporting contribution towards the Safe System�_�X 
 
However, the report does highlight eliminating right turn movements from all approaches as a design 
improvement (among other suggestions that include but not limited to signalised zebra crossings, 
queue detectors, safety platforms, dedicated bike lanes / head start boxes and removing slip lanes 
to reduce turning speeds) to the retrofitted combined treatment with the intention to improve the 
level of Safe System alignment. 
 
Banning right turn movements, with support from physical road design changes show a significant 
reduction in opposing-turning crashes in the post-period (60% to 90% cited in Austroads 2012). 
Therefore, it is our conclusion that banning right turn movement out of Sir Tristram Avenue coupled 
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with the proposed signalised mid-block crossing (safe crossing location away from intersection) is a 
safer, more beneficial option overall for promoting alternative transport than a retrofitted crossroads 
signalised intersection. 
  

7.7 Road Safety at Te Rapa Road / Sir Tristram Avenue Intersection 
 
7.7.1 Consented Re-design of Intersection 
 
The Te Rapa Road / Sir Tristram Avenue intersection has been re-designed and upgraded recently as part of 
the consented childcare activity at 4 �t 6 Sir Tristram Avenue. The changes to the intersection are illustrated 
in Figure 39 and Figure 40 below.  
 
The upgrade included additional kerb buildouts and pavement markings to narrow the service lane to the 
south of the intersection and separate movements to /  from the adjacent driveway to the south and Sir 
Tristram Avenue. A kerb-side island was constructed at the north end of the service lane where it merges 
with Te Rapa Road, to reduce the area of potential conflict and providing separation to Fairview Motors 
access to the north. The service lane was realigned to encourage vehicles to approach the merge area closer 
to a right angle. Give way sign and markings were installed at the end of the service lane to make it clear that 
vehicles exiting the service lane are to yield to traffic on Te Rapa Road.  
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Figure 39: Approved Te Rapa Road / Sir Tristram Avenue Intersection Design as part of Consented Childcare 
Development 
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Figure 40: Te Rapa Road / Sir Tristram Avenue Intersection Layout after Construction 
 
7.7.2 Safety Concerns 
 
This assessment finds that the intersection upgrade has addressed several safety issues with the original 
intersection layout, however, there remains safety issues for road users in the new layout. This section 
describes those safety issues. 
 
Sir Tristram Avenue currently has very low volumes of traffic, which is primarily associated with Fairview 
Motors and / or race days, and now the consented childcare facility. Vehicles accessing Sir Tristram Avenue 
from Te Rapa Road are currently able to make left and right turns to Sir Tristram Avenue, the latter benefitting 
from a right turn bay for southbound traffic on Te Rapa Road. 
 
The service lane parallel to Te Rapa Road adds to the travel distance for right turning traffic into Sir Tristram 
Avenue (i.e. three live lanes, two northbound lanes on Te Rapa Road and the service lane). Moreover, site 
observation shows that despite the ban introduced by the Council, there are still substantial numbers of 
southbound drivers making U-turns. The U-turn movements reduces the opportunity for traffic exiting Sir 
Tristram Avenue to turn right onto Te Rapa Road as the traffic volume in the inside southbound lane is 
relatively high. Figure 3 illustrates the intersection. 
 
To achieve adequate visibility, right turning vehicles exiting Sir Tristram Avenue are required to cross the 
service lane and sit at the Te Rapa Road boundary whilst awaiting opportunity to merge with southbound 
traffic. This has now been addressed by the intersection upgrade where a formally marked refuge area has 
been introduced for right turning vehicles waiting to undertake this manoeuvre. A �Z�<�����‰�����o�����Œ�[�����Œ������has also 
been marked at the Sir Tristram Avenue / service lane intersection. 
 










































































































































































