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1. INTRODUCTION 
If you need to prepare a Three Waters Infrastructure Capacity Assessment (TWCA), 
then you will need to discuss this in detail with Hamilton City Council (HCC) staff. In the 
first instance, please contact HCC’s Duty Planner (phone (07) 838 6699) who will 
connect you with the relevant technical staff in HCC who can help you. 

This Practice Note1 provides general guidance on TWCA’s required in Hamilton City. It 
identifies: 

• The purposes of TWCA’s 
• When a TWCA is required 
• The two types of TWCA 
• The information required to be included in each type of TWCA 
• Sources of information to inform the assessment 
• How to prepare a TWCA 
• Criteria to apply when carrying out the assessment 
• Measures that can be used to manage effects on the three waters 
• Possible outcomes of a TWCA 
• The costs and benefits of preparing a TWCA 
• References 

1.1 The purposes of a TWCA 
The purpose of a TWCA is to: 

 Assess and manage the effects of any individual subdivision or development 
(including the potential cumulative effects of multiple developments) on 
three waters infrastructure and the environment 

 Manage the effects in a way consistent with any relevant Integrated 
Catchment Management Plan (“ICMP”) 

 Minimise for the subdivision or development the: 
o Volume of water used 
o Volume of wastewater discharged 
o Volume and/or rate of stormwater discharged to stormwater 

infrastructure or a waterway, and any contaminants associated with 
on-lot sources 

1.2 When a TWCA is required 
In accordance with the District Plan, a TWCA is required for any development or 
subdivision in residential zones when: 

 A site is subject to the Three Waters Infrastructure Capacity Overlay and; 
o Creating three or more residential units on a site located in the 

General Residential zone, or  
o Creating four or more additional residential units on any site, or  
o Creating four or more additional allotments (excluding lots for the 

purposes of reserves, network utilities or transport corridors) or  

 
 
1 The Three Waters Management Practice Notes are Hamilton City Council controlled 
documents and will be subject to ongoing review. The latest version can be 
downloaded from the Hamilton City Council website: 

o Residential development at an average net site area of more than 1 
unit per 200m² located in the General Residential zone, or  

o Residential development at an average net site area of greater than 
1 unit per 150m² in the Medium Density Residential zone  

o Creating a new building for non-residential activities with a gross 
floor area greater than 300m² 

 A site is not subject to the Three Waters Infrastructure Capacity Overlay and; 
o Creating four or more additional residential units on any site, or  
o Creating four or more additional allotments (excluding lots for the 

purposes of reserves, network utilities or transport corridors) or  
o Creating a new building for non-residential activities with a gross 

floor area greater than 300m² 
 
Additional cases where these considerations will benefit include:  

 Generating new peak water hourly demands of > 0.5 l/s, or 
 Generating peak wastewater flows (wet weather conditions) > 0.5 l/s, or 
 Multiple simultaneous developments are occurring in the same local area, or 
 Regardless of development size or type, connecting to existing public three 

waters assets that have been identified as having limited or no available 
capacity based on HCC’s Three Waters Infrastructure Capacity Overlay. 

 
In accordance with Council’s Three Waters Connection Policy, Council may determine 
to require capacity assessments on any development where this is necessary to 
manage accumulative impacts of development. 

2. TYPES OF TWCA 
There are two types of TWCA: 

 Type 1 for residential activities 
 Type 2 for other activities 

3. INFORMATION REQUIREMENTS 
Table 1 outlines the information required to be included in TWCA’s. The information 
required in a TWCA shall be in such detail as appropriate to the scale and significance 
of the potential effects of the proposed activity on the environment, and only if 
relevant to the proposal. 

 

 

 

 

 

 

 

https://hamilton.govt.nz/property-rates-and-building/compliance/three-waters-
management-practice-notes/ 
 

Table 1 - Information required in TCWAs 

Information to be provided 

Types of Three Waters Infrastructure 
Capacity Assessment ( = 

information required) 

Local network 
(sites not 

subject to the 
Three Waters 
Infrastructure 

Capacity 
Overlay) 

Local and 
strategic 
networks 

infrastructure 
capacity (sites 
subject to the 
Three Waters 
Infrastructure 

Capacity Overlay) 
i. The anticipated water and 

wastewater demands generated by 
the proposed activity covering:  

a. Water for potable and 
firefighting purposes  

b. Wastewater (including trade 
waste). For wastewater, 
average daily, peak daily and 
peak wet-weather flow 
calculations should be provided. 
For water, peak daily demand 
should be calculated. New 
Zealand Fire Service fire risk 
classification should be stated. 

  

ii. Details of what on-site, stormwater 
management techniques are 
proposed and resulting demands 
on downstream infrastructure. 

  

iii. HCC confirmation of available 
Three waters infrastructure 
capacity to appropriately service 
the proposal, taking into account:  

a. Net increase in water and 
wastewater demands  

b. Available water flow and pressure  
c. Known water and wastewater 

capacity constraints  
d. The cumulative effect of 

permitted and consented 
development elsewhere in the 
catchment  

e. Programmed and funded HCC 
works. As part of the process of 

  
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HCC confirming available 
capacity, detailed modelling of 
developments on water and 
wastewater network capacity 
may be required to be provided 
by applicants. 

iv. Where there is insufficient capacity 
to appropriately service the 
proposal, details of:  

a. Outcomes of consultation with 
HCC as asset owner  

b. Possible works to increase 
capacity and or other mitigation 
measures both within a 
development area or site, as well 
as within the relevant network 
surrounding the development 
site or area  

c. Reduction in the scale of the 
development and/ or staging of 
the development to match 
available capacity  

d. Private Development Agreements 
towards infrastructure upgrades  

e. Incorporation of measures to 
reduce water consumption and 
limit wastewater outflows  

f. Any measures necessary to 
remedy any identified 
deficiencies in water supply for 
firefighting purposes. 

  

3.1 Modelling wastewater and water system effects 
As part of the pre-application process, HCC will confirm whether detailed modelling of 
the effects of the proposed subdivision or development on the wastewater or potable 
water network is required. Table 2 indicates the likelihood different types of 
development will require modelling to be done by an approved consulting service 
provider. 

Table 2:  Indicative requirements regarding modelling the effects of a subdivision or 
development on the three waters networks 

Type of development Will detailed modelling be required? 

Less than 10 equivalent development 
units and connecting where network 
capacity is available 

Unlikely 

 
 
2 HCC has a programme for developing Integrated Catchment Management Plans for 
greenfield areas.  Developers should liaise with HCC in order to ensure that TWCA’s 
are consistent with any initial ICMP work, if available.   

Less than 10 equivalent development 
units and connecting where network 
capacity is limited or not available 

Likely 

Greater than 10 equivalent 
development units 

Yes 

Creating new impermeable surface 
areas greater than 1,000 m2 

Likely 

Out of zone or unexpected non-
complying or wet industry  

Unlikely 

Peak hour water demand > 0.5 l/s Likely 

Peak wastewater flow (wet weather) > 
0.5 l/s 

Likely 

Greenfields 2 Check by emailing icmp@hcc.govt.nz  

4. INFORMATION SOURCES 
The HCC website and GIS contain information that may be required, such as aerial 
photographs, details about existing three waters infrastructure, constraints mapping 
and flood hazards. Refer to the Water Supply Bylaw, Trade Waste and Wastewater 
Bylaw, and Stormwater Bylaw for more information about Hamilton City Council 
requirements. 

As part of the development application process, developers can obtain from HCC any 
available information that could help with the development of a TWCA.  

This could include, for example, details about planned three waters infrastructure, and 
snips of three waters modelling results. If HCC would incur substantive costs in 
supplying this information, HCC may charge the developer for this service. 

If HCC does not hold the required information, it may be necessary for further hydraulic 
modelling to be undertaken at the developer’s expense to inform the TWCA.  

The following process will be followed: 

1. As part of the development application process, work with HCC’s Duty 
Engineer or Duty Planner to ascertain what information is available and 
whether any additional information is required. 

2. Confirm with HCC the scope of any additional information required and the 
required modelling methodology. 

3. HCC approves the brief of work. 

4. Developer engages an approved consultant to undertake the modelling. 

5. The approved consultant provides the developer and HCC the model 
outputs. 

6. Information developers provide HCC will inform HCC’s Three waters model. 

3 RITS, Section 4.2.3 

5. HOW TO PREPARE A TWCA 
A general methodology is as follows: 

1. Quantify the proposal’s water consumption and wastewater and stormwater 
discharges and identify their locations. 

2. Assess the effects of these on waterways and HCC’s three waters 
infrastructure. This may require modelling for larger developments – see 
Table 2.  

3. If the assessment indicates the proposal will affect adversely any three 
waters infrastructure, then you will need to mitigate these predicted effects 
with appropriate mitigation measures, and/or may be required to contribute 
towards an upgrade of the public networks.  In some cases, the assessments 
may conclude that a connection is not possible until an upgrade to the public 
network can be implemented. 

4. If development plan changes are required to facilitate a connection, you will 
then need to re-calculate the proposal’s water consumption and wastewater 
and stormwater discharges assuming the proposed development changes 
were in place and demonstrate the adverse effects are appropriately 
mitigated. 

5.1 TCWA assessment criteria 
When assessing the potential effects of your proposed development on Three waters 
infrastructure you will need to consider the following criteria. 

5.1.1 Levels of service 
TWCA will need to demonstrate the proposed development will provide or exceed the 
minimum levels of service for three waters infrastructure specified in the Regional 
Infrastructure Technical Specifications (RITS).  

5.1.2 Stormwater design criteria 
The RITS3 states that stormwater systems shall be considered as the total system 
protecting people, land, infrastructure and the receiving environment. A stormwater 
system consists of: 

1. A primary system designed to accommodate a specified design rainfall event 
appropriate for the zone 

2. A secondary system to ensure that the effects of stormwater runoff from 
events that exceed the capacity of the primary system are managed, including 
on occasions when there are blockages in the primary system 

The design shall be in accordance with the requirements of the RITS, summarised in 
Table 3 below unless a relevant ICMP or District Plan specifies different values. 

Where a Site-Specific Stormwater Management Plan is also required, these two 
documents can be combined.  
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Table 3:  Summary of Minimum Design Requirements 

Criteria Greenfield Development Infill or Re-development 

Retention Retention requirements in the 
District Plan (10mm on-lot 
retention) 
WRC Retention to match pre-
development initial 
abstraction. 

Retention requirements in the 
District Plan (10mm on-lot 
retention) 
WRC Retention to match pre-
development initial 
abstraction. 

Erosion 
control 

Disposal Heirarchy (RITS 
Section 4.2.3.2) and Extended 
Detention (RITS Table 48) 

Manage via Disposal Hierarchy 
(RITS Section 4.2.3.2) and 
Extended Detention (RITS 
Table 48) 

Downstream 
flooding 
mitigation 

Detention required to limit 
100-year event flowrates to 
80% of pre-development 
 
Note: Flood assessment may be 
required 

Detention encouraged as far as 
reasonably possible to achieve 
greenfield LOS 
 
Note: Flood assessment may be 
required 

Flow 
attenuation 

Design of primary networks to 
achieve level of service in RITS 
Table 52 

Match pre-development flow 
rates for the 2- & 10-year ARI 
events.  

Primary 
system LOS 

As per zone – RITS Table 52 As per zone – RITS Table 52 

Secondary 
flow design 

100-year ARI event plus 
freeboard (RITS Section 
4.2.3.5)  

100-year ARI event plus 
freeboard (RITS Section 
4.2.3.5). Document impact of 
100-year ARI event plus 
freeboard. Refer RITS Table 52 
for individual residential site 

Water quality 
design 

RITS Disposal Hierarchy 
(4.2.3.2) and Treatment Train 
approach (4.2.17). 
Refer to RITS Table 48 for 
removal requirements for 
specific to contaminants 

Refer to the Practice Note suite 
for preferred approach to 
provide water quality on infill 
sites.  
RITS Disposal Hierarchy when 
above 1 hectare: RITS Disposal 
Hierarchy (4.2.3.2) and 
Treatment Train approach 
(4.2.17). 
Refer to RITS Table 48 for 
removal requirements for 
specific to contaminants 

Water quality 
storm 

1/3 of 24-hour 2-year ARI 
storm 

1/3 of 24-hour 2-year ARI 
storm 

 

5.1.3 Selection of stormwater management techniques 
All developments are required to incorporate low flow fixtures and at least one other 
water sensitive technique for stormwater. 

Depending on the scale of the proposed development, you may need to manage 
potential effects on three waters infrastructure and waterways by incorporating 
additional measures, either: 

 On-site three waters management devices, or 

 Development-wide three waters management devices, or 

 A combination of on-site and development-wide devices. 

On-site three waters management devices include, for example: 

 To reduce water demand: rainwater reuse tanks 

 To manage stormwater discharges: 

o Soakage (refer to Practice Note HCC03) 
o Bio-retention devices (rain gardens) (refer to Practice Note HCC04) 
o Swales and filter strips (refer to Practice Note HCC05) 
o Rainwater reuse tanks (refer to Practice Note HCC02) 
o Permeable paving (refer to Practice Note HCC07) 

Development-wide three waters management devices include, for example: 

 Swales to manage road runoff 

 Rain gardens to treat road runoff 

 Wetlands to provide detention and quality treatment for stormwater 

Some devices achieve multi-benefits. For example, a rain tank and rainwater reuse 
system will reduce the volume of water drawn from the mains water supply. But, when 
the rain tank is not full at the beginning of a small rain event, it retains the rainwater 
discharged from your roof and thereby helps reduce the volume of stormwater 
discharging to waterways. 

The HCC01 Overview Note sets out a recommended approach to assessing what on-
site three waters management devices can be used, depending on site conditions. 
 
Waikato specific design information for devices suitable for managing stormwater from 
a whole development (rather than just individual sites) is provided in the RITS, and 
other generalised advice is available in Auckland Council’s Guideline Document 
2017/001 - Stormwater Management Devices in the Auckland Region (GD01). 

5.2 Wastewater design criteria 
New wastewater systems shall achieve the following minimum standards:  

 Pipelines shall not surcharge at the peak design wet weather flow.  
 The system shall not be designed to overflow under normal conditions. 
 Pumping station emergency storage shall not be used for flow buffering 

purposes. 
 The system shall be designed with self-cleaning velocities. 

Where the existing network is affected by the development, system upgrades shall 
meet the following minimum standards (which may need to be assessed in the HCC’s 
wastewater model):  

 Existing and predicted overflows shall not be made worse (volume or 
frequency). If this is likely to occur, HCC will develop a project to address the 
overflows.  

 HCC may consider storage as a solution to manage existing capacity 
constraints.  

Refer to the RITS for additional details.  

5.3 Water Supply design criteria 
The water supply network shall achieve the following standards within the On Demand 
Water Supply Area:  

 The residual pressure and flow at point of supply to residential lots shall be a 
minimum of 200 kPa (20m) and 25 L/min. Some specific areas may require a 
higher level of service – check with the relevant Council.  

 The minimum fire supply service level shall be FW2 for residential areas and 
FW3 for all other areas. Some specific areas may require a higher level of 
service.  

 To protect level of service of new subdivisions, no more than 150 residential 
lots shall be serviced, at any point from a single ended 150mm diameter 
watermain (unless water modelling proves that DN100 will be sufficient, but 
then no more than 40 residential lots). Connectivity of the water network is 
to be confirmed prior to further lots being brought forward for 224(c) 
release. 

Additional requirements may apply within Restricted Flow Water Supply Area.  

Where the existing network is affected by the development, system upgrades may be 
required to maintain the minimum level of service for the existing infrastructure.  

Refer to the RITS for additional details. 

6. POSSIBLE OUTCOMES OF A TWCA 
A TWCA may result in conditions being applied to the development, or a development 
being deferred or denied on the basis of a lack of available capacity. In addition to 
development contributions, conditions may require: 

1. Financial contributions to be provided to HCC (such as upgrade of 
infrastructure) 

2. Installation of specific water sensitive techniques 

3. Monitoring and reporting of the effects of the development on three waters 
infrastructure and waterways 
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7. COST AND BENEFITS 
7.1 Costs 
If you are required to prepare a TWCA, you will need to undertake this work at your 
own expense. 

7.2 Benefits 
TWCA’s will ensure that: 

 Compliance with the relevant ICMP is assessed 

 Adverse effects (including cumulative effects) on water resources and three 
waters infrastructure are assessed, and site- or proposal-specific measures 
to minimise these effects are incorporated into each proposal, unless 
justified otherwise, thereby providing environmental benefits 

 Measures are incorporated into the proposals that will avoid or postpone 
the need for upgrading three waters infrastructure capacity – thereby 
providing economic benefit to the wider community. 

 

 
 
 
 

 


